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SECTION  08711


 HANGING DEVICES
PART 1 GENERAL
Edit Article ‘1.1' to fit the Project requirements and the editing of other Sections.

 1.1
SUMMARY
A.
Products Supplied But Not Installed Under This Section

1.
Hinges for flush wood and hollow metal doors

B.
Related Sections

1.
Division 06 -

a.
Hinges for field fabricated shear wall and access doors
06201
b.
Hinges for Architectural Woodwork
06411
2.
Section 08411  -  Pivots for aluminum-framed storefront doors
08411
3.
Section 08701  -  General Hardware Requirements 

PART 2 PRODUCTS
 2.1
MANUFACTURED UNITS
A.
Hinges

1.
Sizes  -

Edit or delete paragraphs ‘a’, ‘b’, and ‘c’ to correspond with Project requirements.

a.
1-3/4 inch doors in metal frames  -  4-1/2 inches by 4-1/2 inches.

2.
Use non-removable pins on exterior opening doors.

3.
Hinges on exterior doors shall be solid brass, plated to achieve specified finish.

4.
Approved Manufacturers And Models  -
Approved Products
a.
Interior  -

1)
Hager  -  BB 1279

2)
McKinney  -  TA 2714

3)
PBB  -  BB81

4)
Stanley  -  FBB 179

b.
Exterior  -

1)
Hager  -  BB 1191

2)
McKinney  -  TA 2314

3)
PBB  -  BB21

4)
Stanley  -  FBB 191

 2.2
APPROVED MANUFACTURERS
Approved Products
A.
Hager Companies, St Louis, MO  (314) 772-4400  www.hagerhinge.com
B.
McKinney, Scranton, PA  (800) 346-7707  www.mckinneyhinge.com
C.
PBB, Ontario, CA  (800) 726-3414  www.pbbinc.com
D.
Stanley, New Britain, CT  (800) 337-4393  www.stanleyworks.com
PART 3 EXECUTION  -  Not Used
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