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SECTION  08717


STOPS AND HOLDERS
PART 1 GENERAL
 1.1
SUMMARY
A.
Products Supplied But Not Installed Under This Section

1.
Door stops

Delete paragraph ‘2' if no door stop / holder units used.  These items are specified only in Hardware Group 10 in Section 08701 for exterior double storage / utility room doors.

2.
Door stops and holders

B.
Related Sections

1.
Section 08411  -  Stops for aluminum-framed storefront doors
08411
2.
Section 08701  -  General Hardware Requirements 

Delete paragraph ‘3' if no alarm and detection systems with door holding capabilities are used.

PART 2 PRODUCTS
 2.1
MANUFACTURED UNITS
A.
Stops

Indicate on the Door Schedule which doors are to receive floor or overhead stops.

1.
Use wall type stops unless indicated otherwise on Door Schedule.

2.
Provide model appropriate for substrate.  Wall stops may be either cast or wrought.

3.
Interior Wall, Approved Manufacturers And Models  -
Approved Products
a.
Baldwin  -  4275

b.
Glynn Johnson  -  60W

c.
Hager  -  236W

d.
Ives  -  407-1/2

e.
Quality  -  302 Series

f.
Rockwood  -  409

g.
Trimco / BBW  - W1274CCS

4.
Exterior Wall, Approved Manufacturers And Models  -

a.
Baldwin  -  4081

b.
Glynn Johnson  -  WB11

c.
Hager  -  255W

d.
Ives  -  447

e.
Quality  -  138‑38

f.
Rockwood  -  474/475

g.
Trimco / BBW  -  1204

5.
Floor Mount, Approved Manufacturers And Models  -

a.
Baldwin  -  4001

b.
Glynn Johnson  -  FB13 or FB13X

c.
Hager  -  242F

d.
Ives  -  436

e.
Quality  -  431ES

f.
Rockwood  -  440/441

g.
Trimco / BBW  -  1210

6.
Overhead, Approved Manufacturers And Models  -

a.
Corbin Russwin  -  DH5203 Series

b.
Glynn-Johnson  -  90S Series

c.
Sargent  -  590S Series

Stops and Holders are called for only in Hardware Group 10 in Section 08701.  If Hardware Group 10 not used or if requirement for stops and holders not added to other groups, delete Paragraph ‘B.’

B.
Door Stops And Holders

1.
Approved Models And Manufacturers  -
Approved Products
a.
Baldwin  -  4090‑491 or 4095‑4096

b.
Glynn-Johnson  -  F20X, F20 or W20X, W20

c.
Hager  -  268F, 268S or 256S, 256W

d.
Ives  -  444, 445, 446, 450

e.
Quality  -  39, 139 or 47, 147

f.
Rockwood  -  472, 473, 476, 477

g.
Trimco / BBW  -  1223, 1224 or 1206, 1207

 2.2
MANUFACTURERS
A.
Baldwin, Reading, PA  (215) 777-7811  www.baldwinbrass.com
B.
Corbin Russwin, Berlin, CT  (203) 225-7411  www.yalesecurity.com
C.
Glynn-Johnson, Indianapolis, IN  (800) 525-0336

D.
Hager, St Louis, MO  (314) 772-4400  www.hagerhinge.com
E.
H B Ives, Wallingford, CT  (203) 294-4837

F.
Rockwood Manufacturing Co, Rockwood, PA  (800) 458-2424  www.rockfordmfg.com
G.
Sargent, New Haven, CT  (203) 562-2151  www.sargentlock.com
H.
Trimco / BBW / Quality, Los Angeles, CA  (213) 262-4191  www.trimcobbw.com
PART 3 EXECUTION
 3.1
INSTALLATION
Installation
A.
Interface With Other Work  -  When using overhead stops, coordinate installation with door closer and other door hardware.
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