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SECTION  08718


ACCESSORIES

PART 1 GENERAL

Edit Article ‘1.1' as necessary to give an accurate, but brief description of the work of this Section and accurate listing of related work, especially if the scope of the work is not shown graphically on the Drawings.

 1.1
SUMMARY

A.
Products Supplied But Not Installed Under This Section

1.
Metal thresholds where required for wood doors and hollow metal doors

2.
Weatherstripping for exterior hollow metal doors

3.
Acoustical seals

4.
Smoke gaskets

5.
Silencers

B.
Related Sections

1.
Section 08411  -  Thresholds and weatherstripping for aluminum-framed storefront doors
08411
2.
Section 08701  -  General Hardware Requirements and VMR Suppliers
08701
3.
Division 09  -  Marble thresholds
09305
4.
Division 09  -  Wood flooring system thresholds
09461 09643ar
PART 2 PRODUCTS

 2.1
MANUFACTURED UNITS

Edit all the Paragraphs to correspond with the circumstances occuring on the Project.

A.
Thresholds

1. Interior Doors at Acoustic Seals

See drawings 1/F1.0 for detail


Approved Products
2.
Outswinging Exterior Doors, Approved Models And Manufacturers  -
Approved Products
a.
560SV by Hager

b.
891V by NGP

c.
185AV by Pemko

Required on exterior hollow metal doors on building and at Storage Building.

B.
Weatherstripping

1.
Approved Models And Manufacturers  -
Approved Products
a.
800S by Hager

b.
A625A by NGP

c.
35041CP by Pemko

C.
Acoustical Seals

1.
Approved Models And Manufacturers  -
Approved Products
a.
Door Bottom for Wood Door  -

1)
36E by NGP

2)
211DV by Pemko

b.
Door Bottom for Metal Door  -

1)
779S by Hager

2)
313DkB by NGP

3)
217AV by Pemko

D.
Smoke Gaskets

1.
Color as selected by Architect.

2.
Approved Models And Manufacturers  -
Approved Products
a.
726S by Hager

b.
5050 by NGP

c. S88D by Pemko

E.
Magnetic Gasket 



2) MAG349D by Pemko

Silencers are required only on the Material Center gate on standard plans.  Smoke gaskets should be used at interior doors which are fire-rated, which are to receive acoustical seals, or which would benefit from some acoustical separation.  All other interior doors may receive silencers if the appropriate hardware groups in Section 08701 are added to show the doors which are to receive them.

FF.
Door Silencers

a.
For Metal Frames  -

1)
GJ 64 by Glynn Johnson

2)
307D by Hager

3)
20 by Ives

4)
1337 A by Quality

5)
1229 A by Trimco / BBW

b.
Equal as approved by Architect before installation.  See Section 01600.

 2.2
MANUFACTURERS
Approved Products
Edit the list of approved manufacturers below to match the manufacturers who remain after editing the Section to fit Project requirements.

A.
Glynn Johnson, Indianapolis, IN  (800) 525-0336  www.vonduprin.com
B.
Hager, St Louis, MO  (314) 772-4400  www.hagerhinge.com
C.
H B Ives, Wallingford, CT  (203) 294-4837

D.
National Guard Products - NGP, Memphis, TN  (800) 647-7874  www.ngpinc.com
E.
Pemko, Ventura, CA  (800) 283-9988  www.pemko.com
F.
Trimco / BBW / Quality, Los Angeles, CA  (213) 262-4191  www.qualityhdwe.com
PART 3 EXECUTION

 3.1
INSTALLATION
Installation
A.
Install smoke gaskets and acoustical seals in manner to give continuous air-tight fit.

1.
Install smoke gaskets in 'wipe seal' configuration.

2.
Install acoustical seal with seal under door.
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