ABOVE AND UNDERWATER PILE INSPECTION REPORT

34 South Roadway
New Orleans, LA 70124

On April 16, 2022, a commercial dive team performed a one day above-water and underwater inspection of the existing timber support piles at the above residence. 

The inspection was limited to the above-water and underwater portions of the timber piles supporting the home. The purpose of the inspection was to observe and document the existing condition, spacing, and dimensions of the timber piles, identify the limits of damage on the piles, and assess the overall condition of the piles.

The inspection included visual and tactile inspections of the accessible portions of the timber piles. 

The overall observed condition of the timber piles was fair. Conditions observed were that there was approximately 20 percent of loss to each timber pile due to corrosion. This corrosion is mostly occurring 2 feet below the natural water surface on each piling. The approximate distance between each piling is 12 feet. Depth of piling ranges from 3 feet at shoreline to 14 feet. The total number of pilings that were inspected was 24. 4 of the 24 pilings are wrapped in (hdpe) high-density polyethylene. 

The recommendation for the remaining 20 timber piles that are providing support for the residence mentioned above is to encapsulate the pilings with 5,000 psi concrete to reinforce the deteriorated piling. Due to the size of the pilings (14”), it is not critical that this be done immediately but recommended to be done within the next 3 years. 




