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554 Old Spanish Trail
Slidell, LA 70458
Phone: 985-649-5832
Fax: 985-641-5950
dammonengineering.com
info@dammonengineering.com


January 2, 2019


Dr. Jimmy Guidry,
State Health Officer	

RE:  Request for Variance to use a Tanning Shelf near the Swimming Pool
Project Name: Stone Bridge Pool Replacement

Mr. Guidry,

Please grant a variance to use a Tanning Shelf near the swimming pool as detailed in Department of Health and Hospitals letter dated October 19, 2009.  The tanning shelf meets the guidelines from the letter “Letter of Intent/Clarification- Sunning or Tanning Shelves for Public Pools”, specifically the following:


1.  The tanning shelf is located outside of the normal internal pool structure with a level floor.  The tanning shelf is intended for bathers to sit or lie down in a minimum 6" to maximum 1 0" depth of pool water for sunning or tanning purposes.  The designed depth is 6 inches.
2.  The tanning shelf shall not extend beyond the vertical plane of any portion of the pool wall.  The design shows that the tanning shelf is before the pool stairs.
3.  The tanning shelves shall be recessed a minimum of 36" back from the normal location of the internal wall at the shallow end of a pool and shall be a minimum of five feet wide. In no case shall any sunning or tanning shelf be less than 15 square feet in total horizontal surface area.  The tanning shelf design is recessed 3'-0" from the normal location of the internal pool wall.  The tanning shelf dimensions are 5'-0" wide x 12'-0" long.  
4.  A deck surface constructed in compliance with part xxiv of the Louisiana State Sanitary Code (LAC 51 :XIV) shall completely surround the sunning or tanning shelf except for the sunning or tanning shelf’s edge where it meets the minimum 3 feet deep shallow end of the pool. The distance from the surface of the deck to any point on the surface of the sunning or tanning shelf shall be a maximum of twelve inches (12").  The deck coping on three sides of the tanning shelf has been designed to be no more than twelve inches.
5.  A permanent colored band of dark, contrasting and slip-resistant tile shall be installed at the intersection or edge of the pool wall (where it meets the minimum 3 feet deep shallow end of the pool) and the sunning or tanning shelf. Such contrasting tile must extend at least 2" on both the horizontal and vertical surfaces from the intersection or edge of where they meet.  The tanning shelf has been designed with a 2" wide contrasting tile between the tanning shelf and the first step going into the pool.
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6.  A minimum of one submerged inlet shall be provided in all sunning or tanning shelves. This one submerged inlet shall be adequate for sunning and tanning shelves consisting of 100 square feet or less. For sunning or tanning shelves greater than 100 square feet, additional submerged inlets shall be provided at a rate of one per 100 square feet, or any fraction thereof, of the sunning or tanning shelf surface area. The inlet(s) shall be centrally located and installed into the pool's circulation system.  The tanning shelf has been designed with two (2) return inlets.
7.  A minimum of one skimmer per 200 square feet or any fraction thereof, of the sunning or tanning shelf surface area, shall be properly located, installed and connected with the pool's circulation system.  The tanning shelf has been designed with one (1) skimmer in the tanning shelf.
8.  The surface of all sunning or tanning shelves shall be fully self-draining with a maximum slope of one foot vertical per twelve feet horizontal, and shall comply with all other pool surface requirements of LAC Title 51 Part XXIV (Swimming pools).  The tanning shelf has been designed with 1:50 slope for drainage.
9.  All sunning or tanning shelves shall be installed at the most shallow portion of the pool but shall, in no case connect with or be adjacent to water depths greater than 4 feet.  The tanning shelf has been designed beyond the steps leading to the pool.
10.  Depth markers shall be provided as required in LAC 51:XXIV.701.  Depth markers have been provided.
11.  If the sunning or tanning shelf is constructed as part of ingress, such as steps into the pool, then a handrail must be installed in compliance with such requirements as required in the LAC Title 51 part XXIV (Swimming pools).  The tanning shelf has been designed with handrails that meet the in LAC Title 51 part XXIV. 
12. Interactive play devices shall not be installed in any sunning or tanning area.  No interactive play devices shall be installed in the tanning area.

We are attempting to create a safe and healthy environment for all in this community pool and to conform to the Louisiana State Code as close as possible.

Sincerely,

If you have any questions please contact me.

Thank You,
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David Dammon					
President					
Dammon Engineering, Inc.
(985) 649-5832


Bill Kingsmill’s contact information is as follows:
William Kingsmill (kingsmillprop@bellsouth.net)
Cell: (504) 528 3838
1200 Business Highway 190, Suite 13
Covington, LA 70433
 
Lawrence Wm. Haik, Sr
Republic Commercial Properties, LLC                
1539 Royal Palm Dr.
Slidell, LA 70458
(985) 960-7033
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