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UPDATES  -

2 Aug 99
-
Added PPG Porter

1 Jun 99
-
Moved USG First Coat to 09250 as alternate to skim coat before texturing and included standard primers for paint systems over texturing

10 May 99
-
Changed primer for painted surfaces to USG First Coat and primer to be applied after texturing.

11 Jan 99
-
Added ICI epoxy paint for Rest Rooms, etc.  Updated Benjamin Moore products.  Added Fuller O’Brien and Devoe Paints under ICI heading.



SECTION  09923


PAINTED INTERIOR GYPSUM BOARD

PART 1 GENERAL

 1.1
SUMMARY

A.
Includes But Not Limited To

1.
Preparing, priming, and finish painting new interior gypsum board as described in Contract Documents.

Delete paragraph ‘2' if no vinyl-coated fabric or sisal wall covering used on Project.

2.
Priming new interior gypsum board surfaces to receive sheet wall covering system.

On addition / remodel Projects requiring painting of existing surfaces, list or describe the existing interior gypsum board or plaster surfaces to be finished under this Section, show them graphically on the Drawings, or include them in a schedule on the Drawings.  If one of the latter two options is used, delete paragraph ‘2' and the word ‘new’ from paragraph ‘1' above.

B.
Related Sections

1. Section 09901  -  General Painting Requirements

2. Section 09963 – Resinous Coatings
09901

09771
PART 2 PRODUCTS

Include the sets of paint systems that apply.  Then edit the list of approved manufacturers and their systems to include only those with whom you are familiar and whose products are available in the Project area.  DO NOT ADD OR APPROVE ANY OTHER MANUFACTURERS OR SYSTEMS

 2.1
MATERIALS

A.
Primers

If existing painted surface is sound, a primer coat may not be necessary.  If the existing paint is oil-based rather than latex, a different type primer or bond coat may be necessary.

1

1.
New Unpainted Surfaces  -

a.
New Surfaces, except Under Epoxy Paints  -

1)
Benjamin Moore  -  Latex Quick Dry Prime Seal 201

2)
ICI Dulux Paints  -  1030-XXXX Ultra-Hide PVA Primer / Sealer

3)
PPG Paints  -

a)
PPG Pittsburgh Paints  -  6-2 SpeedHide Quick Dry Primer

b)
PPG Porter  -  33642 Hi-Hide Primer / Sealer

4)
Pratt & Lambert  -  Suprime 4

5)
Sherwin-Williams  -  ProMar 200 Latex Primer B28 W200

Edit title of paragraph ‘B.1’ to fit Project requirements.

B.
Finish Coats

1.
Where specified as Epoxy  -

a.
Benjamin Moore  -  Two Coats Moorcraft Waterborne Acrylic Epoxy 278

b.
ICI Paints  -

1)
ICI Dulux  -

a)
First Coat  -  3210-xxxx Aquacrylic Gripper Primer / Sealer

b)
Second Coat  -  Truglaze WB Epoxy Semi-Gloss

2)
ICI Devoe  -  

a)
First Coat  -  Guard Cote W / B Waterborne Epoxy Primer

b)
Second Coat  -  Guard Cote W / B Waterborne Epoxy Gloss Coating

3)
ICI Fuller O’Brien  -

a)
First Coat  -  Guard Cote W / B Waterborne Epoxy Primer

b)
Second Coat  -  Guard Cote W / B Waterborne Epoxy Gloss Coating

c.
PPG Paints  -

1)
PPG Pittsburgh Paint  -  Two Coats 98-Line Aquapon WB, Waterborne Epoxy

2)
PPG Porter  -  Two Coats 9371 Dura-Glaze Waterborne Gloss Epoxy

d.
Pratt & Lambert  -

1)
First Coat  -  Pratt & Lambert Suprime 4

2)
Second Coat  -  Pratt & Lambert Water Borne Epoxy

e.
Sherwin-Williams  -

1)
First Coat  -  ProMar 200 Latex Primer, B28 W200

2)
Second Coat  -  Water Based Catalyzed Epoxy B70 Series/B60V25 Hardener

2.
Other Surfaces  -

On sound existing painted finishes where the existing color is similar to the new color, only one finish coat may be necessary.  Evaluate existing surfaces and edit accordingly.

a.
Benjamin Moore  -  Two Coats 276 Moorcraft SuperSpec Latex Semi-Gloss Enamel

b.
ICI Paints  -

1)
ICI Dulux  -  Two Coats 1416-XXXX Ultra-Hide Interior Latex Semigloss Wall & Trim Enamel

2)
ICI Devoe  -  Two Coats DR39XX Woner Tones Semi-Gloss Interior Latex Enamel

3)
ICI Fuller O’Brien  -  Two Coats FOB614-XX Liquid Glo Interior Latex Semi-Gloss or Two Coats FOB214-XXAA Acrylic Semi-Gloss

c.
PPG Paints

1)
PPG Pittsburgh Paints  -  Two Coats 6-8510 Interior High Lustre S/G

2)
PPG Porter  -  Two Coats 109 Hi-Hide Semi-Gloss Latex

d.
Pratt & Lambert  -  Two Coats Aqua-Satin Latex Enamel

e.
Sherwin-Williams  -  Two Coats ProMar 200 Semi-Gloss

Edit the list of approved manufacturers to include only those with whom you are familiar and whose products are available in the Project area.  Edit the product listing in each paint Section to correspond with this list as edited for this Project.  DO NOT ADD OR APPROVE ANY OTHER MANUFACTURERS OR SYSTEMS.  NO OTHER MANUFACTURERS OR PRODUCTS ARE ACCEPTABLE FOR THIS PAINT.

 2.2
APPROVED MANUFACTURERS
Approved Products
A.
Benjamin Moore, Montvale, NJ  (888) 236-6667  www.benjaminmoore.com
B.
ICI Paints

1.
ICI Dulux Paints, Cleveland, OH  (800) 984-5444  www.icidulux.com
2.
ICI Devoe,  www.devoepaint.com
3.
ICI Fuller O’Brien,  www.fullerpaint.com
C.
PPG Paints

1.
PPG Pittsburgh Paints, Pittsburgh, PA  (800) 441-9695 www.ppgaf.com
2.
PPG Porter, Louisville, KY  (800) 322-6370  www.porterpaints.com
D.
Pratt & Lambert, Cleveland, OH  (800) 289-7728  

E.
Sherwin-Williams, Cleveland, OH  (800) 321-8194  www.sherwin-williams.com
F.
Wm. Zinsser & Co, Somerset, NJ  (908) 469-8100  www.zinsser.com
PART 3 EXECUTION

 3.1
APPLICATION
Installation
A.
General  -  See appropriate paragraphs of Section 09901.
09901
Delete Paragraph ‘B’ if no wall covering on Project.

B.
New Surfaces 

1.
Primer Only

Delete paragraph ‘a’ if no sheet wall covering or multi-coclor coating on Project.

a.
On surfaces designated on Drawings to receive wall covering, apply one coat of specified wallboard primer.

b.
Apply primer to be covered with other paint coats with roller only, or with spray gun and back-rolled.

After examination of the existing surfaces to be repainted, edit the procedure to be followed in preparing those surfaces for repainting, if necessary.

Delete Paragraph ‘D’ if no existing gypsum board is to be painted.


END OF SECTION
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