HYPERBARIC FACILITIES

3.3.75 Hyperbaric Oxygenation- The application of pure oxygen or an oxygen-enriched gaseous mixture to a subject at elevated pressure. (HYP)

3.3.76 Hypobaric- Facility, building or structure used to house chambers and all auxiliary service equipment for medical applications and procedures at pressures below atmospheric pressures. (HYP)

CHAMBERS, CLASSIFICATION- 20.1.5, A.20.1.5.2

(1) Class A- Human, multiple occupancy

(2) Class B- Human, single occupancy

(3) Class C- Animal, no humcan occupancy

COMMUNICATIONS AND MONITORING EQUIPMENT-  A.20.2.8.2, A.20.2.8.6, A.20.2.8.7


A.20.2.8.2- Intercommunications equipment is mandatory for safe operation of a hyperbaric facility.


A.20.2.8.6- Air sampling at the air intake location


A.20.2.8.7- Air sampling monitoring frequency

CONSTRUCTION AND EQUIPMENT- 20.2, 20.3.2, A.20.2, A.20.3.2

20.2.1- For Class A equipment located inside a building, the chamber and all ancillary service equipment shall be protected by a 2-hr fire-resistant rated construction.

20.3.2- Equipment.  All equi9pment used in the hyperbaric chamber shall comply with Section 20.2, including the following:

(1) All electrical/ mechanical equipment necessary for the operation and maintenance of the hyperbaric facility.

(2)  Any medical devices and instruments used in the facility.

20.3.2.1.7- Equipment must meet the temperature requirements of NFPA 70, National Electrical Code, Article 500-3 (a), (b) and (c).

