UTILITY NOTES:

CONTRACTOR IS RESPONSIBLE FOR VERIFYING ALL UTILITIES & NOTIFYING THE APPROPRIATE UTILITY
COMPANY PRIOR TO BEGINNING CONSTRUCTION.

UTILITY LEGEND

6" SANITARY SEWER LATERAL AT MINIMUM 1.00% SLOPE WITH CLEANOUT
3’ OFF BUILDING. COORDINATE WITH ARCHITECTURAL PLANS FOR EXACT
ENTRY LOCATION & ELEVATION.

REVISION

W 7-24-14
ADDENDUM 1

W 8—-13—14
CITY COMMENTS

2. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION &/OR ELEVATION OF EXISTING "
SITE PLAN NOTES: GRADING NOTES: UTILTIES AS SHOWN ON THESE PLANS IS BASED ON RECORDS OF THE VARIOUS UTILITY COMPANIES R T A T R O L ATy
e P o e ot T A TOR S e e APPAOPRAE BUILDINGS. CONTRACTOR IS REQUIRED TO INSTALL AN RPZ BACKFLOW V 10/09/14
1. CONTRACTOR SHALL REFER TO ARCHIECTURAL PLANS FOR EXACT LOCATIONS & DIMENSIONS OF SIDEWALKS, 1. TOPOGRAPHIC INFORMATION WAS TAKEN FROM A TOPOGRAPHIC SURVEY BY ACADIA LAND SURVEYING UTILITY COMPANY AT LEAST 72 HOURS BEFORE ANY EXCAVATION TO REQUEST EXACT FIELD T T AL Plaas o L S T B o e 10 BUILDING UPDATE
2. ALL UNSURFACED AREAS ARE T0 RECEVE FOUR INCHES OF TOPSOIL, SEED, MULCH, OR SOD, & WATERED DATED 11-6-2013 IF CONTRACTOR DOES NOT ACCEFT EXISTING TOPOGRAPHY AS SHOWN ON THE LOCATION OF THE UTILITIES, [T SHALL BE THE RESPONSIBLITY OF THE CONTRACTOR TO RELOCATE SHALL BE SET OUTSIDE THE BUILDING, AS SHOWN. CONTRACTOR TO
: , SEED, MULCH, ] PLANS, WITHOUT EXCEPTION, HE SHALL HAVE MADE, AT HIS EXPENSE, A TOPOGRAPHIC SURVEY BY ALL EXISTING UTILITIES WHICH CONFLICT WITH THE PROPOSED IMPROVEMENTS SHOWN ON THE ' :
UNTIL A HEALTHY STAND OF GRASS IS OBTAINED AS INDICATED ON THE LANDSCAPING PLAN. COORDINATE WITH CITY OF SLIDELL ON SIZE AND TYPE OF METER
3. PROPERTY & TOPOGRAPHIC SURVEY WAS PREPARED ON 11-6—2013 BY ACADIA LAND SURVEYING A REGISTERED LAND SURVEYOR & SUBMIT IT TO THE OWNER FOR REVIEW. PLANS. REQUIRED
SRR & TR SR XA PREPARED ON 11-6- 2013 : 2. EXISTNG GRADE CONTOURS INTERVAL SHOWN AT ONE FOOT (17). 3. CONTRACTOR SHALL VERIFY HORIZONTAL & VERTICAL LOCATION OF ALL EXISTING STORM SEWER B ON METER. CONTRACTOR T0 COORDINATE. WITH
5. ALL PARKING LOT LIGHTING POLES & FIXTURES WITH LAMPS & REQUIRED PAINT WILL BE PROVIDED & 3. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION &/OR ELEVATION OF EXISTING STRUCTURES, PIPES, & ALL UTILTIES PRIOR TO_ CONSTRUCTION. :

LANDSCAPE PLANS FOR DETAILS. CONTRACTOR TO
COORDINATE WITH CITY OF SLIDELL FOR TYPE OF METER.

4" FIREWATER ENTRY. CONTRACTOR TO COORDINATE WITH
ARCHITECTURAL PLANS FOR EXACT ENTRY LOCATION INTO BUILDING.
CONTRACTOR IS REQUIRED TO INSTALL A DOUBLE DETECTOR CHECK

UTILITIES AS SHOWN ON THESE PLANS IS BASED ON RECORDS OF THE VARIOUS UTILITY 4. CONTRACTOR TO REMOVE OR RELOCATE WHEN APPLICABLE, ALL EXISTING BUILDINGS, FOUNDATIONS,
k COMPANIES & WHERE POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD. THE INFORMATION IS NOT EASEMENTS, & CONNECTING IMPROVEMENTS, DRAIN PIPES, SANITARY SEWER PIPE, POWER POLES &
L S e iy IR T iy A A TO BE RELIED ON AS BEING EXACT OR COMPLETE. THE CONTRACTOR MUST CALL THE GUY WIRES, WATER METERS & WATER LINES, WELLS, SIDEWALKS, SIGN POLES, UNDERGROUND GAS,
PRICE ’ ' ' APPROPRIATE UTILITY COMPANY AT LEAST 48 HOURS BEFORE ANY EXCAVATION TO REQUEST EXACT SEPTIC TANKS, & ASPHALT, SHOWN & NOT SHOWN, WITHIN CONSTRUCTION LIMITS & WHERE
6. EXISTING UTILTY LINES SHOWN ARE APPROXIMATE LOCATIONS ONLY. THE CONTRACTOR SHALL FIELD VERIFY FIELD LOCATION OF UTILMES. [T SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO NEEDED, TO ALLOW FOR FILL MATERIAL, UNLESS OTHERWISE DENOTED, TO BE REMOVED AS

INSTALLED BY THE ELECTRICAL CONTRACTOR. THE ELECTRICAL CONTRACTOR SHALL PROVIDE CLECO A

©® @

ALL EXISTING UTILITY LINE LOCATIONS PRIOR TO ANY CONSTRUCTION. ANY DEVIATIONS FROM THE DESIGN RELOCATE ALL EXISTING UTILITIES WHICH CONFLICT WITH THE REQUIRED IMPROVEMENTS SHOWN ON UNCLASSIFIED EXCAVATION. BACKFLOW PREVENTER ON 4" FIRE LINE INSIDE THE BUILDING. REFER
LOCATIONS SHALL BE REPORTED TO THE OWNER OR ENGINEER PRIOR TO CONSTRUCTION. THE PLANS. 5. CONTRACTOR IS RESPONSIBLE FOR REPARS OF DAMAGE TO ANY EXISTING IMPROVEMENTS DURING TO ARCHITECTURAL PLANS FOR DETAILS. E
7 CONTRACTOR SHALL REFER TO ARCHITECT'S PLANS & SPECIFICATIONS FOR ENTRY LOCATION OF ALL WATER 4. CONTRACTOR IS RESPONSIBLE FOR VERIFYING ALL UTILTIES & NOTIFYING THE APPROPRIATE UTILITY CONSTRUCTION, SUCH AS, BUT NOT LIMITED TO, UTILITIES, PAVEMENT, STRIPING, CURBS, ETC. -
" SEWER SERVICE. ELECTRICAL, TELEPHONE & GAS SERVICE. CONTRACTOR SHALL COORDINATE INSTALLATION COMPANY PRIOR TO BEGINNING CONSTRUCTION. REPAIRS SHALL BE EQUAL TO OR BETTER THAN EXISTING CONDITIONS. @ UNDERGROUND ELECTRIC TO BE EXTENDED TO BUILDING BY THE o
' : 5. CONTRACTOR SHALL VERIFY HORIZONTAL & VERTICAL LOCATION OF ALL EXISTING STORM SEWER 6. CONTRACTOR SHALL REFER TO ARCHITECTS PLANS & SPECIFICATIONS FOR ACTUAL LOCATION OF ALL ELECTRIC CONTRACTOR. CLECO WILL PROVIDE PAD MOUNTED

OF UTIUTIES IN SUCH A MANNER AS TO AVOID CONFLICTS & ASSURE PROPER DEPTHS ARE ACHIEVED AS STRUCTURES. PIPES. & ALL UTILITIES PRIOR TO CONSTRUCTION UTILITY ENTRANCES TO INCLUDE SANITARY SEWER LATERALS, DOMESTIC & FIRE PROTECTION WATER TRANSFORMER. CONTRACTOR SHALL SUPPLY CONCRETE PAD AND

WELL AS COORDINATING WITH THE REGULATORY AGENCY AS TO THE LOCATION & TIE-INS/CONNECTIONS TO 6. CLEARING & GRUBBING LIMITS SHALL INCLUDE ALL ARFAS DISTURBED BY GRADING OPERATIONS. SERVICE, ELECTRICAL, TELEPHONE, CABLE TV., & GAS SERVICE. CONTRACTOR SHALL COORDINATE CONDUIT FROM THE TIE-IN LOCATION AT THE RIGHT OF WAY TO THE

THEIR FACILITIES. CONTRACTOR IS RESPONSIBLE FOR THE PROTECTION OF ALL UNDISTURBED AREAS, ALL PROPERTY INSTALLATION OF UTILITIES IN SUCH A MANNER AS TO AVOID CONFLICTS & ASSURE PROPER DEPTHS TRANSFORMER. CONTRACTOR TO PROVIDE 1-5" CONDUIT FOR

PRIMARY ROUTING OF ELECTRIC SERVICE. CONTRACTOR TO PROVIDE
1—4" SECONDARY CONDUIT TO THE BUILDING. CONTRACTOR TO
COORDINATE WITH CLECO FOR SAID WORK. REFER TO
ARCHITECTURAL PLANS FOR ENTRY LOCATION & METER DESIGN.

ARE ACHIEVED AS WELL AS COORDINATING WITH CITY UTILITY REQUIREMENTS AS TO LOCATIONS &
SCHEDULING FOR TIE—INS/CONNECTIONS PRIOR TO CONNECTING EXISTING FACILITIES.

FOUNDATION SUBSURFACE PREPARATION NOTE. 7. CONTRACTOR SHALL COORDINATE WITH ARCHITECTURAL PLANS, POWER COMPANY, & TELEPHONE
8. FINISHED GRADE CONTOUR INTERVALS SHOWN AT ONE FOOT (1°). COMPANY FOR ACTUAL ROUTING OF POWER & TELEPHONE SERVICE TO BUILDING.

SEE C-0 FOR LIST OF UTILITY COMPANIES & CONTACT PERSONS. CORNERS, & REPLACING ALL PINS ELIMINATED OR DAMAGED DURING CONSTRUCTION.

ALL DIMENSIONS SHOWN TO BUILDING ARE TO OUTSIDE FACE OF BUILDING.
. THE EARTHWORK FOR ALL BUILDING FOUNDATIONS & SLABS SHALL BE IN ACCORDANCE WITH THE 7. THE EARTHWORK FOR ALL BUILDING FOUNDATIONS & SLABS SHALL BE IN ACCORDANCE WITH THE

FOUNDATION SUBSURFACE PREPARATION NOTES.
11. ALL NECESSARY PERMITS & APPROVALS FROM AGENCIES GOVERNING THE CONSTRUCTION OF THIS WORK

-—
20

SHALL BE SECURED PRIOR T0 BEGINNING CONSTRUGTION. 9. CONTRACTOR SHALL COORDINATE WITH ARCHITECTURAL PLANS, PONER COMPANY, & TELEPHONE B. CONSTRUCTION SHALL COMPLY WITH ALL COVERNNG CODES & BE CONSTRUCTED 10 SWE.
12. THE_CONTRACTOR IS RESPONSIBLE FOR THE PROTECTION OF ALL AREAS INDICATED TO REMAIN UNDISTURBED 10, O o e o O e o e O e SAVE " RENCHES. Q (F) UNDERGROUND TELEPHONE WIRING TO BE EXTENDED TO BUILDING BY AT&T.
OR TO REMAN AS BUFFERS, ALL PROPERTY CORNERS, & REPLACING ALL PINS ELIMINATED OR DAMAGED ~ - CONTRACTOR SHALL INSTALL (2)—4" CONDUIT FOR UNDERGROUND TELEPHONE

DURING CONSTRUCTION. 11. CONTRACTOR IS RESPONSIBLE FOR REPAIRS OF DAMAGE TO ANY EXISTING IMPROVEMENTS DURING 10. 3%?0%%8% :% g%hIAEPRLYAggN gﬁEH;\L/’lIﬁLGESJTu%glowoy%(m}oﬁ%"%?«cﬁugsm
13. CONTRACTOR IS RESPONSIBLE FOR REPAIRS OR DAMAGE TO ANY EXISTING IMPROVEMENTS DURING CONSTRUCTION, SUCH AS, BUT NOT LIMITED TO, DRAINAGE, UTILITIES, PAVEMENT, STRIPING, CURBS,
CONSTRUCTION, SUCH AS, BUT NOT LIMITED TO, DRAINAGE, UTILITIES, PAVEMENT, STRIPING, CURB, ETC EIC. REPARS SHALL BE EQUAL TO OR BETTER THAN EXISTING CONDITIONS. PROCEDURES. THE CONTRACTOR SHALL USE SUPPORT SYSTEMS, SLOPING, BENCHING, & OTHER
REPARS SHALL BE EQUAL TO OR BETTER THAN EXISTING CONDITIONS. ' . o b 12. ALL UNSURFACED AREAS DISTURBED BY GRADING OPERATION SHALL RECEIVE SOD OR 4 INCHES ngér\S/iA T?OFNPZO;ER(E?LIgm-NGTHAgNTTO IN%L';JDIE ggpgﬁ;é&"% 88'». QSEESS "";»ES?%SANFE‘E“CR”&RM
14. THE SITE CONTRACTOR SHALL COORDINATE THE INSTALLATION OF ALL UNDERGROUND UTILITIES WITH HIS OF TOPSOIL, SEED, MULCH, WATER, ETC. CONTRACTOR SHALL GRASS DISTURBED AREAS IN -~ CONTRACT WiTH

SERVICE. CONTRACTOR SHALL BE RESPONSIBLE FOR ANY TRENCHING, BEDDING,
BACK FILL WHICH MAY BE REQUIRED. CONTRACTOR SHALL COORDINATE WITH
TELEPHONE COMPANY FOR SAID WORK. REFER TO ARCHITECTURAL PLANS FOR
ENTRY LOCATION, PANEL SIZE, & GROUND.

CiviL ENGINEERING ® ARCHITECTURE

BASE COURSE MATERIAL, & THE PLACEMENT OF ANY APPROPRIATE SOIL STAGILIZATION TECHNIQUE. DIFFERENCES ARE NOTED BETWEEN THESE PLANS AND THE GEOTECHNICAL REPORT, REQUIREMENTS 12. THE MINIMUM HORIZONTAL SEPARATION BETWEEN THE CLOSEST TWO POINTS OF THE WATER & INDICATED. ~ CONTRACTOR TO PROVIDE BOLLARD PROTECTION WHERE SHOWN.
15. CONTRACTOR SHALL PROVIDE BOLLARDS FOR PROTECTION OF ALL ABOVE GROUND UTILMES & OUTLINED IN THE GEOTECHNICAL REPORT WILL GOVERN. THE CONTRACTOR MUST CONTACT THE SEWER LINE IS TEN (10) FEET, OR MINIMUM VERTICAL SEPARATION BETWEEN THE CLOSEST TWO @ 2" SIGN_ CONDUIT SYSTEM. CONTRACTOR TO COORDINATE WITH THE
APPURTENANCES ADJACENT TO DRIVE AREAS. OWNER. CML ENGINEER, AND GEOTECHNICAL ENGINEER FIRM AND INFORM THEM OF ALL POINTS OF THE WATER & SEWER LINE IS EIGHTEEN (18) INCHES. DEVELOPER FOR INSTALLATION OF CONDUIT AND SIGN.
}g ggug%%%&%wggspgﬁn%c Aﬁiwe%%r:mccﬁz?&s& af‘ué;EN%%wérRucrzo 10 THE SAME DISCREPANCIES AND PLAN MODIFICATIONS. 13. CONTRACTOR SHALL GROUT AROUND ALL PIPE ENTRANCES TO SANITARY SEWER MANHOLES WITH UNDERGROUND GAS TO BE EXTENDED FROM PROPOSED PROPANE TANK TO
18. ALL WORK SHOWN SHALL BE DONE IN_ACCORDANCE WITH THE PLANS & SITE WORK SPECIFICATIONS. 1, DO o AL s e NTE N ETION Tl THE APPROPRIATE. AUTHORITIES (1 BULDING, CONTRACTOR TO EXTEND A 1/2" CONDUIT. COORDINATE WITH THE
19. ALL STRIPING SHALL COMPLY WITH THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES LATEST EDITION. " PRIOR TO COVERING TRENCHES AT INSTALLATION. OWNER FOR DETAILS OF PROPANE TANK.
DEPARTMENT OF ENGINEERING S STANDARDS & SPECIFICATIONS. SHALL CONDUCT ALL REQUIRED TESTS TO THE SATISFACTION OF THE RESPECTIVE UTILITY COMPANIES
21. THE PROPERTIES SHOWN HEREIN LIE WITHIN ZONE A4 AND ZONE B, ACCORDING TO FLOOD AREAS OF % OWNERS INSPECTING AUTHORTEES.
INSURANCE RATE MAPS PUBLISHED BY F.EM.A. COMMUNITY PANEL NO. 2252050420E DATED APRIL 21, 1999. 1. ALL PIPES ENTERING STORM SEWER STRUCTURES SHALL BE SEALED TO ASSURE CONNECTION AT 16. SITE CONTRACTOR TO COORDINATE PROPOSED RECONNECTION OF ALL UTILITIES WITH ARCHITECTURAL
STRUCTURE IS WATER TIGHT. PLANS AS WELL AS UTILTY COMPANIES & BUILDING CONTRACTOR.
2 %&%@m&ﬁﬁgﬁ %’:,E%ﬁ%g"gm‘o"‘w“” SHALL BE PER CITY OF SLIDELL ENGINEERING 17. ALL NECESSARY INSPECTIONS &/OR CERTIFICATIONS REQUIRED BY CODES &/OR UTILITY SERVICE
3 REFERENGE DETAL SMEETS FOR CONSTRUGTION DETAILS COMPANIES SHALL BE PERFORMED PRIOR TO ANNOUNCED BUILDING POSSESSION & THE FINAL
: : CONNECTION OF SERVICES.

WORK. ALL UNDERGROUND UTILITIES (WATER, SANITARY SEWER, STORM SEWER, ELECTRICAL CONDU,

IRRIGATION SYSTEMS, & ANY OTHER MISC. UTILITIES) SHALL BE IN PLACE PRIOR TO THE PLACEMENT OF

13.

ACCORDANCE WITH LANDSCAPING PLAN UNTIL A HEALTHY STAND OF GRASS IS OBTAINED.
GEOTECHNICAL REPORT NO. G14-036 BY STRATUM ENGINEERING, LLC. IS CONSIDERED A PART OF
THIS DOCUMENT. THE CONTRACTOR MUST REVIEW IT FOR CONSTRUCTION REQUIREMENTS. IF

SITE PREPARATION NOTES:

ALL TOPSOIL WITH ORGANICS AND OTHER DELETERIOUS MATERIALS SHALL BE STRIPPED. ALL
UNSUITABLE STOCKPILED MATERIALS SHALL BE REMOVED.

1.

FOR OSHA.
CONTRACTOR SHALL COORDINATE WITH OTHER UTILITIES TO ASSURE PROPER DEPTH & PREVENT ANY
CONFUICT OF UTILITIES.

WATER NOTES:

FIRE HYDRANT & ASSEMBLY. CONTRACTOR TO COORDINATE WITH CITY OF SLIDELL
FIRE DEPARTMENT FOR FIRE HYDRANT TYPE & ASSEMBLY. TYPICAL AS

®

34 Louis PRIMA DRIVE COVINGTON, LA 70433

P : 985.249. FAx: 985.249.
WWW.DDGPC.COM PHONE 9552496180 \\ Fax: 9352496190
THIBODAUX \ COVINGTON \ HOUSTON \ BATON ROUGE \ HOUMA

| ~DUPLANTIS DESIGN GROU

SITE LAYOUT NOTES 2 agwg;oa% ?&fmﬁs%%%x&% k%%“ﬁc%%@%&%“ﬁs?rﬁ fM(?"'{- ;’..E'T,p”%%“'}'g 1. ALL WORK SHALL BE DONE TO THE CMY OF SLIDELL STANDARD SPECIFICATIONS. NOTE: THE CITY OF SLDELL WILL OWN
] . ?
g‘g% H’L‘.C'EELQIE& &%Cﬂoﬁg A{‘.{’,ESB?“EBN%ER 35{1‘5,5""“’ R e B o THE 2. gﬁiﬁﬁ%ﬁfg&%ﬂ S‘s PLANS FOR ALL BUILDING FIRE SERVICE & DOMESTIC SERVICE GE?E gglNTﬁE mI%E EIRIENIE;D&?TTSEA#?E

1. SITE AREA = +/- 20.00 ACRES. 3 TE NEAR SURFACE SOILS ENGOUNTERED AT THE STE CONSISTS OF MOISTURE SENSTIVE SILTY 3. &%mcgggcﬁnﬁvgousmum WATER SERVICES AS SHOWN, & CONSTRUCT METERS, PITS, & RESPONSIBILITY OF THE DEVELOPER.

2. DIMENSIONS ARE TO FACE OF CURB UNLESS OTHERWISE NOTED. MATERIALS. THESE NEAR SURFACE SOILS WERE STABLE AT THE TIME OF THE FIELD EXPLORATION 4. AL SPRINKLER & DOMESTIC LEADS TO BUILDING SHALL END AT THE FACE OF BUILDING WALL,

3. ALL RADII ARE 4 FEET UNLESS NOTED OTHERWISE. SINCE THE INVESTIGATION WAS CONDUCTED IN A PERIOD OF DRY WEATHER. SHOULD THE NEAR :

4. SEE DRAWING D-1 THROUGH D—6 FOR DETALS. SURFACE SOILS BECOME WET, THEY COULD LOSE THEIR SUPPORT CAPABILITIES AND WILL HAVE TO gg»%?/sé ';OTEE)?;B;"D ig’“—#;g;g%‘;‘”w WITH A TEMPORARY PLUG AT END (FOR OTHERS TO

BE REMOVED AND REPLACES WITH COMPACTED STRUCTURAL FILL. ,
+ S Lo XL T TP BT N e SlanG ks S B e T S e LT
- Ll
EROSION CONTROL NOTES 5. THE EXPOSED SUBGRADE IN THE BUILDING AND PARKING AREAS SHOULD BE PROOFROLLED WITH A 5 ﬁg&%ﬁgg’;ﬂomgﬁﬁggm&?"gﬁ glgggg‘ﬁﬁrﬁh@““- i
' RUBBER TIRED VEHICLE WEIGHTING ABOUT 20 TONS. SOILS WHICH ARE OBSERVED TO RUT OR S ALLVALVES SHALL BE INSTALLED IN-A cAST IRON VALVE BOX WITH COVER P
DEFLECT EXCESSIVELY UNDER THE MOVING LOAD, SHOULD BE UNDERCUT & REPLACED WITH B THRUST BLOCKS SHALL BE PROVIDED AT AL NORIZONIAL BENDS, TEES & FIRE HYDRANTS <

1. SEDIMENT & EROSION CONTROL FACILITIES & STORM DRAINAGE FACILITIES SHALL BE COMPACTED STRUCTURAL FILL. THE PROOF—ROLLING AND UNDERCUTTING ACTIVITIES SHOULD BE " SEF DETALL , ' - 5
INSTALLED PRIOR TO ANY OTHER CONSTRUCTION. WITNESSED BY A REPRESENTATIVE OF THE GEOTECHNICAL ENGINEER AND SHOULD BE PERFORMED o. THE MINMUM COVER ON WATER MAINS SHALL BE 3 FEET P

2. CONTRACTOR SHALL MAINTAIN EROSION CONTROL FACILITIES DURING THE ENTIRE DURING A PERIOD OF DRY WEATHER. - . .

CONSTRUCTION PERIOD. FACILITIES ARE NOT TO BE REMOVED UNTIL COMPLETION OF THE 6. AFTER SUBGRADE PREPARATION AND OBSERVATION HAVE BEEN COMPLETED, THE INMAL LAYER OF 10. PIPE SIZES 3 & SMALLER SHALL BE PVC. FTITINGS SHALL BE BRASS. SEE SPECIFICATIONS.
PROJECT. FILL SHOULD BE PLACED IN A RELATIVELY UNIFORM HORIZONTAL LIFT AND BE ADEQUATELY KEYED 11. PIPE SIZES 4" & LARGER SHALL BE PVC C—-900 WATER PIPE. ALL FITTINGS 4° & LARGER >

3. ADDITIONAL DEVICES MAY BE REQUIRED AS DEEMED NECESSARY BY GOVERNING AUTHORITIES. INTO THE STRIPPED AND SCARIFIED SUBGRADE SOILS. THE STRUCTURAL FILL SHOULD CONSIST OF SHALL BE CAST IRON CONFORMING TO ANSI & AWWA STANDARD SPECIFICATIONS. 2

4, SILT FENCES SHALL BE CLEANED OR REPLACED WHEN SILT BUILDS UP TO 1’ FROM THE SANDY CLAYS OR CLAYEY SANDS HAVING A MAXIMUM LIQUID OF 40 AND A MAXIMUM PLASTICITY 12, GH:\TIEE K%%Sm S:Kg. SI[HEI’%AO%]I_-IH BS"OEIBALTIEEBEHE%OSEERXIER(&ENTJTP% r?I.AETgszlLoVTED (\)%@IS?EALL gg
BOTTOM OF THE FENCE. INDEX OF 18 PERCENT. - = =2

5. EROSION CONTROL MEASURES ARE TO BE INSPECTED WEEKLY & AFTER EACH RAINFALL & 7. THE FILL SHOULD BE PLACED IN MAXIMUM LIFTS OF EIGHT (8) INCHES OF LOOSE MATERIALS AND 13. GATE VALVES 4" & LARGER SHALL BE CAST IRON GATE VALVE WITH PARALLEL DOUBLE DISC. =™ 3%
REPAIRED AS NECESSARY. SHOULD BE COMPACTED WITHIN ONE (1) PERCENTAGE POINT BELOW AND THREE (3) PERCENTAGE VALVES SHALL HAVE MECHANICAL JOINT ENDS & NON-RISING STEM WITH SQUARE OPERATING oQ 7p=

6. ALL GRADED AREAS SHALL BE STABILIZED WITH A PERMANENT FAST GROWING COVER &/OR POINTS ABOVE THE OPTIMUM MOISTURE CONTENT. IF WATER MUST BE ADDED, IT SHOULD BE NUT. L'g Lo
MULCH UPON COMPLETION OF GRADING OPERATIONS. COMPLETION OF GRADING OPERATIONS UNIFORMLY APPLIED AND THOROUGHLY MIXED INTO THE SOIL BY DISKING OR SCARIFYING. THE FILL g 2™
DOES NOT MEAN AT THE END OF THE PROJECT. AS SOON AS FINAL GRADES ARE PLACED IN THE BUILDING AREAS AND PARKING LOT SHOULD BE COMPACTED BY ASTM D698. TELEPHONE NOTES <8
ESTABLISHED IN AN UNPAVED AREA, THE CONTRACTOR SHALL STABILIZE WITH A TEMPORARY ADEQUATE DRAINAGE SHOULD BE PROVIDED PRIOR TO AND DURING SITE WORK. THE SITE SHOULD JELEFAVNE NVIEVO! ©
GRASS OR PERMANENT SOD. IF A TEMPORARY GRASS IS APPLIED, IT WILL BE THE BE GRADED TO PROMOTE RAPID RUNOFF THROUGHOUT THE CONSTRUCTION PHASE. S
CONTRACTOR'S RESPONSIBILITY TO APPLY A PERMANENT SEED OR SOD AT THE PROPER TIME 8. [EACH LIFT OF COMPACTED STRUCTURAL FILL SHALL BE TESTED BY A REPRESENTATIVE OF THE 1. ALL PHONE LINE LOCATIONS ARE APPROXIMATE & SHOWN FOR COORDINATION PURPOSES ONLY.

OF YEAR. GEOTECHNICAL ENGINEER PRIOR TO PLACEMENT OF SUBSEQUENT LIFTS. REFERENCE ARCHITECT'S PLANS FOR ALL BUILDING SERVICE CONNECTIONS.
7. FILL SLOPES SHOULD BE PLANTED AS SOON AS AN AREA OF THE SITE IS BROUGHT TO 9. THE EDGE OF COMPACTED FILL SHALL EXTEND AT LEAST TEN (10) FEET BEYOND THE EDGE OF THE
FINAL GRADE. SURFACE RUNOFF SHALL BE INTERCEPTED AT THE TOP OF TEMPORARY & BUILDINGS PRIOR TO SLOPING.
PERMANENT SLOPES DURING CONSTRUCTION SO THAT WATER IS NOT ALLOWED TO FLOW 10. THE SOIL SUPPORTED FLOOR SLABS FOR THE PROPOSED APARTMENT BUILDINGS SHOULD BEAR ON SANITARY SEWER NOTES:
OVER THE SLOPE FACE. A MINIMUM OF TWO (2) FEET OF COMPACTED STRUCTURAL FILL. PLACEMENT OF THE NEW FILL
8. THE GENERAL CONTRACTOR & THE GRADING CONTRACTOR SHALL REVIEW THEIR GRADING AND PREPARATION OF THE SUBGRADE SHOULD BE PERFORMED IN ACCORDANCE WITH THE SITE 1. AL WORK SHALL BE DONE TO THE CIMY OF SLIDELL STANDARD SPECIFICATIONS.
SEQUENCE TO INSURE THAT THE LEAST AMOUNT OF LAND POSSIBLE AT ANY ONE TIME IS PREPARATION SECTION OF THE GEOTECHNICAL REPORT TO IDENTIFY ANY SOFT OR UNSTABLE SOILS 2. REFERENCE ARCHITECT'S PLANS FOR ALL BUILDING SERVICE CONNECTIONS.
DISTURBED WITHOUT PERMANENT STABILIZATION. WHICH SHOULD BE REMOVED FROM THE FLOOR SLAB PRIOR TO ADDITIONAL FILL PLACEMENT 3. CONTRACTOR SHALL PAY ALL FEES & CHARGES PERTINENT TO SANITARY SEWER CONSTRUCTION

9. CONTRACTOR SHALL INSTALL TEMPORARY CONSTRUCTION ENTRANCES PRIOR TO ANY AND/OR FLOOR SLAB CONSTRUCTION. & SHALL COORDINATE WITH CITY OF SLIDELL PRIOR TO COMMENCING WITH CONSTRUCTION.
EARTHWORK OPERATIONS. 11. POLYETHYLENE SHEETING SHOULD BE PLACED BETWEEN THE FILL AND THE FLOOR SLABS TO ACT 4. AL STUB-OUTS & WYE LATERALS SHALL BE PLUGGED WITH A STANDARD TYPE PLUG.

10. CONTRACTOR SHALL MAINTAIN SILT FENCES FOR THE DURATION OF THE PROJECT UNTIL AS A VAPOR BARRIER. 5. SANITARY SEWER PIPE OF DIFFERENT MATERIAL SHALL BE JOINED BY A RUBBER SLEEVE WITH o
ACCEPTED BY THE OWNER AT NO EXPENSE TO OWNER. 12. WATER SHALL NOT BE ALLOWED TO COLLECT IN THE FOUNDATION EXCAVATION, FLOOR SLAB AREAS, STAINLESS STEEL COUPLING, MADE FOR TRANSITIONS FROM ONE MATERIAL TO ANOTHER. T

11. CONTRACTOR SHALL INSPECT ON A DAILY BASIS FOR NEEDED REMOVAL OF ANY OR ON PREPARED SUBGRADES IN THE CONSTRUCTION AREA EITHER DURING OR AFTER 6. DIMENSIONS SHOWN ARE TO CENTERLINE OF PIPE OR TO CENTERLINE OF MANHOLE. -

ACCUMULATED SILTS, DEBRIS, OR REPAIR OF DAMAGED SILT FENCE AT NO ADDITIONAL CONSTRUCTION. UNDERCUT OR EXCAVATED AREAS SHALL BE SLOPED TOWARD ONE CORNER TO 7. THE SANITARY SEWER PIPE MATERIAL SHALL BE PVC, SDR 35, SEWER PIPE UNLESS OTHERWISE >
EXPENSE TO OWNER. FACILITATE REMOVAL OF ANY COLLECTED RAINWATER, GROUNDWATER, OR SURFACE RUNOFF. NOTED ON PLAN. L1 (@)

12. PRIOR TO CONSTRUCTION, THE EROSION & SEDIMENT CONTROL MEASURES SHOWN HEREON POSITIVE SITE SURFACE DRAINAGE SHALL BE PROVIDED TO REDUCE INFILTRATION OF SURFACE |
SHALL BE IN PLACE. CLEARING & GRUBBING OPERATIONS WILL BE ENGAGED IN ONLY AS WATER AROUND THE PERIMETER OF THE BUILDINGS & BENEATH THE FLOOR SLABS. O 1
NECESSARY TO ALLOW THE PLACEMENT OF EROSION & SEDIMENT CONTROL MEASURES AS 13. IT IS POSSIBLE THAT SEASONAL VARIATIONS WILL CAUSE FLUCTUATIONS OF THE WATER TABLE.

SHOWN HEREON UNTIL ALL SUCH MEASURES ARE IN PLACE. ADDITIONALLY, PERCHED WATER MAY BE ENCOUNTERED IN DISCONTINUOUS ZONES WITHIN THE Z ()
13. LAND DISTURBING ACTIVITIES WILL BE KEPT TO A MINIMUM & WILL NOT EXTEND BEYOND THE OVERBURDEN SILTY SANDY CLAY. ANY WATER ACCUMULATION SHALL BE REMOVED FROM EXCAVATION POWER NOTES: ; =
14 ggggsﬁ?%"ﬁaosuou CONTROL MEASURES WILL BE INSPECTED ON A DAILY BASIS & WILL Y FUMFING.  SHOULD EXCESSNE & UNCONTROLLED AMOUNTS OF SEEPAGE OCCUR, THE @) =)
. GEOTECHNICAL ENGINEER SHALL BE CONSULTED. g
BE REPAIRED, ADJUSTED & MAINTAINED AS NEEDED OR REQUIRED BY GOVERNING AGENCIES '2 ﬁ%ﬁﬁ%ﬁ%ﬁ’“&%@&“’éﬁ&ﬁ; Aﬂ'écf},’gﬁémmfﬁggogm%crx& SHOWN FOR - L
AT NO ADDITIONAL EXPENSE TO THE OWNER TO PROVIDE EROSION & SEDIMENT CONTROL " COORDINATION PURPOSES ONLY. CONTRACTOR IS RESPONSIBLE FOR COORDINATING WITH THE < =
FOR THE DURATION OF CONSTRUCTION & UNTIL AL DISTURBED AREAS ARE STABILIZED. POWER COMPANY, TO DETERMINE EXACT LOCATION & RESPONSIBILITIES INCLUDING COST. X | o =

15. THE CONTRACTOR IS RESPONSIBLE FOR COMPLETING THE "PRIME CONTRACTOR ' - ) [75) N -
CERTIFICATION” & "THE MONTHLY INSPECTION REPORT & CERTIFICATION FORM FOR EROSION < < = N
& SEDIMENT CONTROLS® LOCATED IN THE SITEWORK SPECIFICATIONS & SUBMITTING THE S > oc -1 _1
FORMS TO THE OFFICE OF POLLUTION CONTROL. L1 < < _1

16. THE CONTRACTOR SHALL ALSO CONSTRUCT THE SILT FENCING AS SHOWN AT THE PERIMETER <n - <
OF THE SITE PLAN PRIOR TO LAND CLEARING ACTIVITIES. o D T

17. ALL EROSION CONTROL MEASURES EXCEPT THE REQUIRED RIP RAP ARE TEMPORARY DEVICES. L = > T
THESE TEMPORARY DEVICES SHALL BE REMOVED PRIOR TO COMPLETION OF CONSTRUCTION — 2 = — L
ONCE STABILIZATION OF ALL GRASSED AREAS ARE COMPLETE. (@) < I

< 5 g ==

BMP MAINTENANCE EROSION NOTES: N ;s <O

¢ - Q=

ALL MEASURES STATED ON THIS SITE MAP, & IN THE STORM WATER POLLUTION PREVENTION PLAN, SHALL Z W E o e

BE MAINTAINED IN FULLY FUNCTIONAL CONDITION UNTIL NO LONGER REQUIRED FOR A COMPLETED PHASE =0 o=

OF WORK OR FINAL STABILIZATION OF THE SITE. ALL EROSION & SEDIMENTATION CONTROL MEASURES (0 mpy = FRE.

SHALL BE CHECKED BY A QUALIFIED PERSON IN ACCORDANCE WITH THE CONTRACT DOCUMENTS OR THE a - O uwl

APPLICABLE PERMIT, WHICHEVER IS MORE STRINGENT, & REPAIRED IN ACCORDANCE WITH THE FOLLOWING: (oM s Nip w =

1. INLET PROTECTION DEVICES & BARRIERS SHALL BE REPAIRED OR REPLACED IF THEY SHOW SIGNS OF
UNDERMINING OR DETERIORATION.

2. ALL SEEDED AREAS SHALL BE CHECKED REGULARLY TO SEE THAT A GOOD STAND IS MAINTAINED.

AREAS SHOULD BE FERTILIZED, WATERED, & RESEEDED AS NEEDED. DRAWN

3. SILT FENCES SHALL BE REPAIRED TO THEIR ORIGINAL CONDITIONS IF DAMAGED. SEDIMENT SHALL BE DGS
REMOVED FROM THE SILT FENCES WHEN IT REACHES ONE—HALF THE HEIGHT OF THE SILT FENCE.

4. THE CONSTRUCTION EXITS SHALL BE MAINTAINED IN A CONDITION WHICH WILL PREVENT TRACKING OR CHECKED
FLOW OF MUD ONTO PUBLIC RIGHTS—OF-WAY. THIS MAY REQUIRE PERIODIC TOP DRESSING OF THE NOTES: DEB
CONSTRUCTION EXITS AS CONDITIONS DEMAND. FOR ANY NEW FIRE HYDRANTS AND WATER LINES INSTALLED, A

5. THE TEMPORARY PARKING & STORAGE AREA SHALL BE KEPT IN GOOD CONDITION (SUITABLE FOR REPRESENTATIVE FROM THE SLIDELL ENGINEERING DEPARTMENT ISSUED DATE
iQRI-:fwfs %oﬁgon%ﬁg)'osmow REQUIRE PERIODIC TOP DRESSING OF THE TEMPORARY PARKING hndgg;R TV:IATENNETS%THLEAQQEzstﬁgU;gSL%ORC%wESTgEREN%TEERING 10/09/2014

6. OUTLET STRUCTURES IN THE SEDIMENTATION BASINS SHALL BE MAINTAINED IN OPERATIONAL ALSO, A BACTERIOLOGICAL TEST IS REQUIRED FROM THE DHH FOR ISSUED FOR
CONDITIONAL AT ALL TIMES. SEDIMENT SHALL BE REMOVED FROM SEDIMENT BASINS OR TRAPS WHEN EACH LINE_INSTALLED. PERMITTING
THE DESIGN CAPACITY HAS BEEN REDUCED BY 50%.

7. PRIOR TO LEAVING THE SITE, ALL VEHICLES SHALL BE CLEANED OF DEBRIS. ANY DEBRIS &/OR PROJECT NO.
%%M%Smgmm THE PUBLIC STREET SHALL BE CLEANED IMMEDIATELY BY A METHOD OTHER 14-248

NOTE: NOTE: FILE
14-248 C-1 GEN NOTES
10" SERVITUDE REQUIRED ON ALL SEWER OR WATER LINES WHERE SHOWN ADJACENT TO THE PRESENCE OF GROUNDWATER SHOULD BE
®, A 8 Lﬁ !KNli S%\TCE) LLJA\lfvSééT,?ol I\IIA\R 890'\1]7%9 19%5'&']%5—5 XC/;IVA_TO§S O&ODHA OQLZH%RS—% % (%FQ( . R.OM. OR IN THE PARKING LOT. 15’ SERVITUDE REQUIRED ON ALL SEWER OR WATER WITHIN ANTICIPATED ON THIS PROJECT. CONTRACTOR'S BID
(™, , S.40:1749.15, SHALL INCLUDE CONSIDERATION FOR ADDRESSING
" REGIONAL NOTIFICATION CENTER BY TELEPHONE 48 HOURS IN ADVANCE OF ANY EXCAVATION OR mgmsgﬁéggfsﬁ"m?”E?ﬁgﬂiagg”mésiﬁvéﬁmgqmﬁg ;STE ,%Agﬁfwgorgf THIS ISSUE. SHEET
N\ DEMOLITION ACTIVITY. THE OWNERS/OPERATORS OF ANY UNDERGROUND FACILITY MUST THEN MARK CLARTY. ’
é THE AREA OR PROVIDE INFORMATION THAT WILL ENABLE AN EXCAVATOR OR DEMOLISHER TO DETERMINE — 1
THE LOCATION OF UNDERGROUND FACILITIES.

14-248 C—-1 GEN NOTES.dwg



