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SECTION 10550 - POSTAL SPECIALTIES
Revise this Section by deleting and inserting text to meet Project-specific requirements.

This Section uses the term "Architect."  Change this term to match that used to identify the design professional as defined in the General and Supplementary Conditions.

Verify that Section titles referenced in this Section are correct for this Project's Specifications; Section titles may have changed.

PART 1 -  GENERAL

1.1 RELATED DOCUMENTS

Retain or delete this article in all Sections of Project Manual.

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 1 Specification Sections, apply to this Section.

1.2 SUMMARY

A. Section Includes:

1. USPS-approved horizontal mail receptacles.

2. Private-delivery horizontal mail receptacles.

3. Private postal-facility horizontal mail receptacles.

4. Vertical mail receptacles.

5. USPS-approved cluster box units (CBUs).

6. Neighborhood delivery and collection box units (NDCBUs).

7. USPS-approved parcel lockers.

8. USPS-approved collection boxes.

9. Private collection boxes.

10. Data distribution boxes.

11. Mail chutes.

12. Accessories:

a. Directory for mail receptacles.

b. Key keeper.

c. Key cabinet.

d. Mail-sorting collection unit.

e. Letter drops.

f. Package depository.

B. Related Sections:

Retain Sections in subparagraphs below that contain requirements Contractor might expect to find in this Section but are specified in other Sections.

Retain third option in first subparagraph below if key-control cabinet is not specified in this Section but is specified in a door hardware Section.

1. Division 8 Section "[Door Hardware] [Door Hardware (Scheduled by Describing Products)]" for lock cylinders for postal specialties that are keyed to building keying system and for letter slots in doors.

Retain first subparagraph below if a directory is required and not specified in this Section.

2. Division 10 Section "Directories" for mailbox directories.

3. Division 16 Sections for electrical service and conductors to postal specialties for [push button in key keeper] [electronic access-control system] <Insert electrical device>.

4. Division 16 Section "Intercommunications and Program Systems" for apartment intercoms at mail receptacles.

1.3 SUBMITTALS

First four paragraphs below are defined in Division 1 Section "Submittal Procedures" as "Action Submittals."

A. Product Data:  For each type of product indicated.  Include construction details, material descriptions, dimensions of individual components and profiles, and finishes for each type of postal specialty.[  Include electrical characteristics.]

B. Shop Drawings:  For postal specialties.  Include plans, elevations, sections, details, and attachments to other work.

Retain three subparagraphs below to suit Project.

1. Include identification sequence for compartments.

2. Include layout of identification text.

3. Include setting drawings, templates, and installation instructions for anchor bolts and other anchorages installed as part of the work of other Sections.

C. Samples for Initial Selection:  For units with factory-applied color finishes.

Delete "Samples for Initial Selection" Paragraph above if colors and other characteristics are preselected and specified or scheduled.  Retain first paragraph below with or without above.

D. Samples for Verification:  For each type of exposed finish required, prepared on 6-by-6-inch (150-by-150-mm) square Samples.

Remaining paragraphs are defined in Division 1 Section "Submittal Procedures" as "Informational Submittals."

Retain first paragraph below for mail chutes if Drawings do not include detailed plans or if Project involves unusual coordination requirements.

E. Coordination Drawings:  Plans and details of mail chutes, drawn to scale, on which the following items in the vicinity of mail chutes are shown and coordinated with mail chutes, using input from Installers of the items involved:

Revise subparagraphs below to suit Project.

1. Ceiling suspension assembly members.

2. Ductwork, piping, and their supporting members.

3. Partition-assembly bracing.

4. <Insert item>.

Coordinate first paragraph below with qualification requirements in Division 1 Section "Quality Requirements" and as supplemented in "Quality Assurance" Article.

F. Qualification Data:  For qualified Installer.

Retain first paragraph below for product certificates from manufacturers.  Retain option for postal specialties served by USPS.

G. Product Certificates:  For each type of postal specialty required to comply with USPS regulations, signed by product manufacturer.[  Include written approval by Postmaster General.]

H. Maintenance Data:  For postal specialties and finishes to include in maintenance manuals.

Retain paragraph below for postal specialties served by USPS.

I. Other Informational Submittals:  Final USPS local postmaster approval for installed postal specialties to be served by USPS.

1.4 QUALITY ASSURANCE

Consider retaining first paragraph below for facilities served by USPS and perhaps for privately served facilities.  Revise to suit Project.

A. Installer Qualifications:  A firm experienced in installing postal specialties and whose installations have been given final approval by local postmasters authorizing use by USPS.

B. Source Limitations for Each Type of Postal Specialty:  Obtain from single source from single manufacturer.[  For USPS-approved products, use only those included on current lists of USPS manufacturers and models.]

Retain paragraph below if Work of this Section is extensive or complex enough to justify a preinstallation conference.

C. Preinstallation Conference:  Conduct conference at [Project site] <Insert location>.

1.5 DELIVERY, STORAGE, AND HANDLING

Retain one of two paragraphs in this article.  Coordinate with products selected in Part 2.

A. Deliver lock keys to Owner by registered mail or overnight package service with a record of each corresponding lock and key number.

B. Deliver combination-lock combinations to Owner by registered mail or overnight package service with a record of each corresponding lock and combination.

1.6 COORDINATION

Retain first paragraph below for mail chutes.

A. Coordinate layout and installation of mail chutes and attachments to structure with other construction that passes above ceilings, penetrates ceilings, or is supported by them in the vicinity of mail chutes; including light fixtures, HVAC ductwork and equipment, fire-suppression system and other piping, and partition assemblies.

Retain first paragraph below for recessed and semirecessed postal specialties.

B. Coordinate layout and installation of [recessed] [and] [semirecessed] postal specialties with wall construction.

C. Templates:  Obtain templates for installing postal specialties and distribute to parties involved.

1.7 WARRANTY

When warranties are required, verify with Owner's counsel that special warranties stated in this article are not less than remedies available to Owner under prevailing local laws.

A. Special Warranty:  Manufacturer's standard form in which manufacturer agrees to repair or replace components of postal specialties that fail in materials or workmanship within specified warranty period.

1. Failures include, but are not limited to, the following:

a. Structural failures.

b. Faulty operation of hardware[ including electrical components].

c. Deterioration of metals, metal finishes, and other materials beyond normal weathering.

d. <Insert failure modes>.

Verify available warranties and warranty periods for units and components with manufacturers listed in Part 2 articles.

2. Warranty Period:  [Five] <Insert number> years from date of Substantial Completion.

1.8 EXTRA MATERIALS

A. Furnish extra materials that match products installed and that are packaged with protective covering for storage and identified with labels describing contents.

Revise subparagraph below to suit Project.  Insert additional items if required.

1. Key Blanks:  [50] <Insert number> for every <Insert number> locks or fraction thereof, for each type of compartment-door lock installed.

PART 2 -  PRODUCTS

2.1 MATERIALS

A. Aluminum:  Manufacturer's standard alloy and temper for type of use and finish indicated, and as follows:

1. Sheet and Plate:  ASTM B 209 (ASTM B 209M).

2. Extruded Shapes:  ASTM B 221 (ASTM B 221M).

B. Steel Sheet:  Cold rolled, ASTM A 1008/A 1008M, Commercial Steel (CS), Type B, exposed matte finish where exposed.

C. Metallic-Coated Steel Sheet:  Galvanized-steel sheet, ASTM A 653/A 653M, G60 (Z180) coating designation, extra smooth where exposed; or electrolytic zinc-coated steel sheet, ASTM A 879/A 879M, Coating Designation 08Z (24G).

D. Stainless-Steel Sheet:  ASTM A 666, Type 304.

E. Brass Sheet:  ASTM B 36/B 36M, manufacturer's standard copper alloy.

F. Zinc Sheet or Plate:  ASTM B 69, manufacturer's standard sheet or plate and zinc alloy.

G. Die-Cast Aluminum:  ASTM B 85, manufacturer's standard aluminum alloy.

H. Die-Cast Brass:  ASTM B 176, manufacturer's standard copper alloy.

I. Die-Cast Zinc:  ASTM B 86, manufacturer's standard zinc alloy.

Retain one of first two paragraphs below.  USPS requires stainless-steel anchor bolts for CBUs.

J. Steel Anchor Bolts, Nuts, and Washers:  ASTM F 1554, Grade 36 or 55, hot-dip galvanized.

K. Stainless-Steel Anchor Bolts, Nuts, and Washers:  ASTM A 193/A 193M, Grade B8M, Type 316.

L. Bituminous Coating:  Cold-applied asphalt emulsion complying with ASTM D 1187.

2.2 USPS-APPROVED HORIZONTAL MAIL RECEPTACLES

USPS-approved horizontal mail receptacles in this article are designed for use in apartment houses and other residential applications, based on USPS's experience with postal delivery to these facilities.  They can also be used for facilities with private delivery.

Copy paragraphs below and re-edit for each product.

Insert number to complete drawing designation for each product required.  Use these designations on Drawings to identify each product.

Retain one option in first paragraph below.  USPS-STD-4C is required for new-construction building permits issued on or after October 5, 2006.  Beginning then, USPS-STD-4B+ is allowed only for existing buildings unless local postmaster grants an exception.  Verify availability of USPS-STD-4C receptacles with listed manufacturers.  See Evaluations.

A. Front-Loading, USPS-Approved Horizontal Mail Receptacles <Insert drawing designation>:  Consisting of multiple compartments with fixed, solid compartment backs, enclosed within recessed wall box.  Provide access to compartments for distributing incoming mail from front of unit by unlocking master lock and swinging side-hinged master door to provide accessibility to entire group of compartments.  Provide access to each compartment for removing mail by swinging compartment door.  Comply with [USPS-STD-4C] [USPS-STD-4B+].

See Editing Instruction No. 1 in the Evaluations for cautions about naming manufacturers.  Retain one of first two subparagraphs and list of manufacturers below.  See Division 1 Section "Product Requirements."

1. Manufacturers:  Subject to compliance with requirements, [provide products by one of the following] [available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following]:

2. Basis-of-Design Product:  Subject to compliance with requirements, provide [product indicated on Drawings] <Insert manufacturer's name; product name or designation> or comparable product by one of the following:

a. American Eagle Mailboxes.

b. American Postal Manufacturing Co.; Division of Postal Products Unlimited, Inc.

c. Auth-Florence Manufacturing; a Florence company.

d. Bommer Industries, Inc.

e. Jensen Industries.

f. Salsbury Industries.

g. Security Manufacturing Corporation.

h. <Insert manufacturer's name>.

3. Mail Delivery:  [USPS] [Private].

Retain one of two "Compartments" subparagraphs below.  Retain first subparagraph for USPS-STD-4C and second subparagraph for USPS-STD-4B+.  If retaining first, coordinate with "USPS-Approved Parcel Lockers" Article for USPS-STD-4C group types that are for parcels only.

4. Compartments:  [Number and size as follows:] [As indicated on Drawings, of the following sizes:] [As indicated on Drawings.]

Retain one option in last subparagraph above.  If retaining first option above, also retain option in first five subparagraphs below or insert number of compartments to suit Project.  USPS-STD-4C compartments can be increased in size and number; revise to suit Project.

a. Type I:  A group of mail receptacles in single-column configuration with single master door, [three] <Insert number up to eight> mail compartments not less than 3 inches high by 12 inches wide by 15 inches deep (76 mm high by 305 mm wide by 381 mm deep), one outgoing mail collection compartment prepared for master-door lock, and one parcel compartment 15 inches high by 12 inches wide by 15 inches deep (381 mm high by 305 mm wide by 381 mm deep).

b. Type II:  A group of mail receptacles in double-column configuration with double master door, [three] <Insert number up to 16> mail compartments not less than 3 inches high by 12 inches wide by 15 inches deep (76 mm high by 305 mm wide by 381 mm deep), one outgoing mail collection compartment prepared for master-door lock, and [one] [two] parcel compartment(s):  [15 inches high by 12 inches wide by 15 inches deep (381 mm high by 305 mm wide by 381 mm deep)] [and] [18 inches high by 12 inches wide by 15 inches deep (457 mm high by 305 mm wide by 381 mm deep)].

c. Type III:  A group of mail receptacles in double-column configuration with single master door, [three] <Insert number up to 16> mail compartments not less than 3 inches high by 12 inches wide by 15 inches deep (76 mm high by 305 mm wide by 381 mm deep), one outgoing mail collection compartment prepared for master-door lock, and [one] [two] parcel compartment(s):  [15 inches high by 12 inches wide by 15 inches deep (381 mm high by 305 mm wide by 381 mm deep)] [and] [18 inches high by 12 inches wide by 15 inches deep (457 mm high by 305 mm wide by 381 mm deep)].

d. Type VI (No Parcel Compartment):  A group of mail receptacles in single-column configuration with single master door, [three] <Insert number up to nine> mail compartments not less than 3 inches high by 12 inches wide by 15 inches deep (76 mm high by 305 mm wide by 381 mm deep), and one outgoing mail collection compartment prepared for master-door lock.

e. Type VIII (No Parcel Compartment):  A group of mail receptacles in double-column configuration with double master door, [three] <Insert number up to 19> mail compartments not less than 3 inches high by 12 inches wide by 15 inches deep (76 mm high by 305 mm wide by 381 mm deep), and one outgoing mail collection compartment prepared for master-door lock.

5. Compartments:  [Number and size as follows:] [Number as indicated on Drawings, of the following sizes:] [Number and size as indicated on Drawings.]

Retain one option in last subparagraph above.  If retaining first option above, also insert the number of compartments in first five subparagraphs below to suit Project.  Type E is not offered by all manufacturers.

a. Type A:  Provide <Insert number> compartments with inside dimensions not less than 5 inches high by 6 inches wide by 15 inches deep (127 mm high by 152 mm wide by 381 mm deep).

b. Type B:  Provide <Insert number> compartments with inside dimensions not less than 5 inches high by 12-1/2 inches wide by 15 inches deep (127 mm high by 318 mm wide by 381 mm deep).

c. Type C:  Provide <Insert number> compartments with inside dimensions not less than 10-1/2 inches high by 6 inches wide by 15 inches deep (267 mm high by 152 mm wide by 381 mm deep).

d. Type D:  Provide <Insert number> compartments with inside dimensions not less than 10-1/2 inches high by 12-1/2 inches wide by 15 inches deep (267 mm high by 318 mm wide by 381 mm deep).

e. Type E:  Provide <Insert number> compartments with inside dimensions not less than 16 inches high by 12-1/2 inches wide by 15 inches deep (406 mm high by 318 mm wide by 381 mm deep).

6. Front-Loading Master Door:  Fabricated from extruded aluminum and braced and framed to hold compartment doors; prepared to receive master-door lock.

Retain one of first two subparagraphs below.  First subparagraph is for units served by USPS.

a. Master-Door Lock:  Door prepared to receive lock provided by local postmaster.

b. Master-Door Lock:  Cylinder lock keyed to building keying system; with [two] [three] <Insert number> keys.  Provide cylinders specified in Division 8 Section "Door Hardware."

Retain option in first subparagraph below to enable the compartment with master-door lock to serve as outgoing mail receptacle.  Insert additional door requirements to suit Project.

7. Compartment Doors:  Fabricated from extruded aluminum.  Equip each with lock and tenant identification as required by cited standard.[  Provide mail slot in the compartment with master-door lock.]

Retain one of first five subparagraphs below.  First subparagraph is required for units served by USPS.  Second, third, fourth, and fifth subparagraphs are for private mail distribution.  USPS requires three keys and locks capable of 2000 key changes.

a. Compartment-Door Locks:  Comply with USPS-L-1172C, PSIN O910, for locks and keys, or equivalent as approved by USPS; with three keys for each compartment door.  Key each compartment differently.

b. Compartment-Door Locks:  Five-pin tumbler, cylinder [cam] [spring-latch-type] locks capable of at least 1000 key changes; with [two] [three] <Insert number> keys for each compartment door.  Key each compartment differently.

c. Compartment-Door Locks:  Removable core locks, furnished by Owner and installed as Work of this Section.

Coordinate door locks in first subparagraph below with Division 8 Section "Door Hardware."

d. Compartment-Door Locks:  Spring-latch-type lock designed to accommodate cylinders keyed to building keying system; with [two] [three] <Insert number> keys for each compartment door.  Provide cylinders specified in Division 8 Section "Door Hardware."

e. Compartment-Door Locks:  Three-digit, single-dial, combination locks with spring latch and automatic throw off.  Set each compartment with different combination.

8. Frames:  Fabricated from extruded aluminum or aluminum sheet; ganged and nested units, with cardholder and blank cards for tenant's identification within each compartment.

9. Snap-on Trim:  Fabricated from same material and finish as compartment doors.

10. Concealed Components and Mounting Frames:  Aluminum or steel sheet with manufacturer's standard finish.

11. Exposed Aluminum Finish:  Finish surfaces exposed to view as follows:

Retain one of two subparagraphs below.  These are advertised materials and finishes but available materials and finishes vary among manufacturers.  First option in first subparagraph is standard; verify availability of other aluminum finishes with manufacturers.

a. Anodic Finish:  [Clear] [Brass] [Dark bronze] [As indicated by manufacturer's designations] [As selected by Architect from manufacturer's full range] <Insert color>.

b. Baked-Enamel or Powder-Coated Finish:  [Silver] [Black] [Medium bronze] [Dark bronze] [Gold] [Color as indicated by manufacturer's designations] [Color as selected by Architect from manufacturer's full range] <Insert color>.

Retain one option in first paragraph below.  USPS-STD-4C is required for new-construction building permits issued on or after October 5, 2006.  Beginning then, USPS-STD-4B+ is allowed only for existing buildings unless local postmaster grants an exception.  Verify availability of USPS-STD-4C receptacles with listed manufacturers.  See Evaluations.

B. Rear-Loading, USPS-Approved Horizontal Mail Receptacles <Insert drawing designation>:  Consisting of multiple compartments enclosed within recessed wall box.  Provide access to compartments for distributing incoming mail from rear of unit with accessibility to entire group of compartments.  Provide access to each compartment for removing mail by swinging compartment door.  Comply with [USPS-STD-4C] [USPS-STD-4B+].

See Editing Instruction No. 1 in the Evaluations for cautions about naming manufacturers.  Retain one of first two subparagraphs and list of manufacturers below.  See Division 1 Section "Product Requirements."

1. Manufacturers:  Subject to compliance with requirements, [provide products by one of the following] [available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following]:

2. Basis-of-Design Product:  Subject to compliance with requirements, provide [product indicated on Drawings] <Insert manufacturer's name; product name or designation> or comparable product by one of the following:

a. American Eagle Mailboxes.

b. American Postal Manufacturing Co.; Division of Postal Products Unlimited, Inc.

c. Auth-Florence Manufacturing; a Florence company.

d. Bommer Industries, Inc.

e. Jensen Industries.

f. Salsbury Industries.

g. Security Manufacturing Corporation.

h. <Insert manufacturer's name>.

3. Mail Delivery:  [USPS] [Private].

Retain one of two "Compartments" subparagraphs below.  Retain first subparagraph for USPS-STD-4C and second subparagraph for USPS-STD-4B+.  If retaining first, coordinate with "USPS-Approved Parcel Lockers" Article for USPS-STD-4C group types that are for parcels only.

4. Compartments:  [Number and size as follows:] [As indicated on Drawings, of the following sizes:] [As indicated on Drawings.]

Retain one option in last subparagraph above.  If retaining first option above, also retain option in first four subparagraphs below or insert number of compartments to suit Project.  USPS-STD-4C compartments can be increased in size and number; revise to suit Project.

a. Type IV:  A group of mail receptacles in single-column configuration with a rear-access cover, [three] <Insert number up to eight> mail compartments not less than 3 inches high by 12 inches wide by 15 inches deep (76 mm high by 305 mm wide by 381 mm deep), one outgoing mail collection compartment, and one parcel compartment 15 inches high by 12 inches wide by 15 inches deep (381 mm high by 305 mm wide by 381 mm deep).

b. Type V:  A group of mail receptacles in double-column configuration with a rear-access cover, [three] <Insert number up to 16> mail compartments not less than 3 inches high by 12 inches wide by 15 inches deep (76 mm high by 305 mm wide by 381 mm deep), one outgoing mail collection compartment, and [one] [two] parcel compartment(s) [15 inches high by 12 inches wide by 15 inches deep (381 mm high by 305 mm wide by 381 mm deep)] [and] [18 inches high by 12 inches wide by 15 inches deep (457 mm high by 305 mm wide by 381 mm deep)].

c. Type VII (No Parcel Compartment):  A group of mail receptacles in single-column configuration with a rear-access cover, [three] <Insert number up to nine> mail compartments not less than 3 inches high by 12 inches wide by 15 inches deep (76 mm high by 305 mm wide by 381 mm deep), and one outgoing mail collection compartment.

d. Type IX (No Parcel Compartment):  A group of mail receptacles in double-column configuration with a rear-access cover, [three] <Insert number up to 19> mail compartments not less than 3 inches high by 12 inches wide by 15 inches deep (76 mm high by 305 mm wide by 381 mm deep), and one outgoing mail collection compartment.

5. Compartments:  [Number and size as follows:] [Number as indicated on Drawings, of the following sizes:] [Number and size as indicated on Drawings.]

Retain one option in last subparagraph above.  If retaining first option above, also insert the number of compartments in first five subparagraphs below to suit Project.  Type E is not offered by all manufacturers.

a. Type A:  Provide <Insert number> compartments with inside dimensions not less than 5 inches high by 6 inches wide by 15 inches deep (127 mm high by 152 mm wide by 381 mm deep).

b. Type B:  Provide <Insert number> compartments with inside dimensions not less than 5 inches high by 12-1/2 inches wide by 15 inches deep (127 mm high by 318 mm wide by 381 mm deep).

c. Type C:  Provide <Insert number> compartments with inside dimensions not less than 10-1/2 inches high by 6 inches wide by 15 inches deep (267 mm high by 152 mm wide by 381 mm deep).

d. Type D:  Provide <Insert number> compartments with inside dimensions not less than 10-1/2 inches high by 12-1/2 inches wide by 15 inches deep (267 mm high by 318 mm wide by 381 mm deep).

e. Type E:  Provide <Insert number> compartments with inside dimensions not less than 16 inches high by 12-1/2 inches wide by 15 inches deep (406 mm high by 318 mm wide by 381 mm deep).

Retain one of first two subparagraphs below.

6. Rear-Loading Cover:  [Not required] [Lift-off rear cover fabricated from extruded aluminum or aluminum sheet, finished to match front of unit].

Generally retain first option in first subparagraph below.  The USPS standard does not require a rear-door lock.

7. Rear-Loading Door:  Side hinged, fabricated from extruded aluminum or aluminum sheet, finished to match front of unit; with full-length, stainless-steel piano hinge on one side and [positive-latching] [locking] mechanism on the other.

Retain one of first two subparagraphs below.  First subparagraph is for units served by USPS if lock is required.

a. Rear-Door Lock:  Door prepared to receive lock provided by local postmaster.

b. Rear-Door Lock:  Cylinder lock keyed to building keying system; with [two] [three] <Insert number> keys.  Provide cylinders specified in Division 8 Section "Door Hardware."

Retain option in first subparagraph below to enable one compartment to serve as outgoing mail receptacle.  Insert additional door requirements to suit Project.

8. Compartment Doors:  Fabricated from extruded aluminum.  Equip each with lock and tenant identification as required by cited standard.[  Provide one compartment with outgoing mail slot.]

Retain one of first five subparagraphs below.  First subparagraph is required for units served by USPS.  Second, third, fourth, and fifth subparagraphs are for private mail distribution.  USPS requires three keys and locks capable of 2000 key changes.

a. Compartment-Door Locks:  Comply with USPS-L-1172C, PSIN O910, for locks and keys, or equivalent as approved by USPS; with three keys for each compartment door.  Key each compartment differently.

b. Compartment-Door Locks:  Five-pin tumbler, cylinder [cam] [spring-latch-type] locks capable of at least 1000 key changes; with [two] [three] <Insert number> keys for each compartment door.  Key each compartment differently.

c. Compartment-Door Locks:  Removable core locks, furnished by Owner and installed as Work of this Section.

Coordinate door locks in first subparagraph below with Division 8 Section "Door Hardware."

d. Compartment-Door Locks:  Spring-latch-type lock designed to accommodate cylinders keyed to building keying system; with [two] [three] <Insert number> keys for each compartment door.  Provide cylinders specified in Division 8 Section "Door Hardware."

e. Compartment-Door Locks:  Three-digit, single-dial, combination locks with spring latch and automatic throw off.  Set each compartment with different combination.

9. Frames:  Fabricated from extruded aluminum or aluminum sheet; ganged and nested units, with cardholder and blank cards for tenant's identification behind each compartment.

10. Snap-on Trim:  Fabricated from same material and finish as compartment doors.

11. Concealed Components and Mounting Frames:  Aluminum or steel sheet with manufacturer's standard finish.

12. Exposed Aluminum Finish:  Finish surfaces exposed to view as follows:

Retain one of two subparagraphs below.  These are advertised materials and finishes but available materials and finishes vary among manufacturers.  First option in first subparagraph is standard; verify availability of other aluminum finishes with manufacturers.

a. Anodic Finish:  [Clear] [Brass] [Dark bronze] [As indicated by manufacturer's designations] [As selected by Architect from manufacturer's full range] <Insert color>.

b. Baked-Enamel or Powder-Coated Finish:  [Silver] [Black] [Medium bronze] [Dark bronze] [Gold] [Color as indicated by manufacturer's designations] [Color as selected by Architect from manufacturer's full range] <Insert color>.

2.3 PRIVATE-DELIVERY HORIZONTAL MAIL RECEPTACLES

Private-delivery horizontal mail receptacles in this article do not comply with USPS compartment size and security requirements.  The units have more variation among manufacturers and can be more ornamental in appearance.  They are designed for use in large institutions not serviced by USPS, such as private mail centers, dormitories, and military installations.

Copy paragraphs below and re-edit for each product.

Insert number to complete drawing designation for each product required.  Use these designations on Drawings to identify each product.

A. Front-Loading, Private-Delivery Horizontal Mail Receptacles <Insert drawing designation>:  Consisting of multiple compartments with fixed, solid compartment backs, enclosed within recessed wall box.  Provide access to compartments for distributing incoming mail from front of unit by unlocking master lock and swinging side-hinged master door to provide accessibility to entire group of compartments.  Provide access to each compartment for removing mail by swinging compartment door.

See Editing Instruction No. 1 in the Evaluations for cautions about naming manufacturers.  Retain one of first two subparagraphs and list of manufacturers below.  See Division 1 Section "Product Requirements."

1. Manufacturers:  Subject to compliance with requirements, [provide products by one of the following] [available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following]:

2. Basis-of-Design Product:  Subject to compliance with requirements, provide [product indicated on Drawings] <Insert manufacturer's name; product name or designation> or comparable product by one of the following:

a. American Postal Manufacturing Co.; Division of Postal Products Unlimited, Inc.

b. Auth-Florence Manufacturing; a Florence company.

c. Bommer Industries, Inc.

d. Salsbury Industries.

e. Security Manufacturing Corporation.

f. <Insert manufacturer's name>.

3. Front-Loading Master Door:  Fabricated from extruded aluminum and braced and framed to hold compartment doors; with master-door lock and concealed, full-length, stainless-steel piano hinge on one side.  Fabricate master door to remain open while mail is deposited.

Retain one of first two subparagraphs below.

a. Master-Door Lock:  Manufacturer's standard five-pin tumbler, cylinder lock; with [two] [three] <Insert number> keys.

b. Master-Door Lock:  Cylinder lock keyed to building keying system; with [two] [three] <Insert number> keys.  Provide cylinders specified in Division 8 Section "Door Hardware."

Retain one of two "Compartments and Doors" subparagraphs below.

Retain option in first subparagraph below to enable one compartment to serve as outgoing mail receptacle.  All listed manufacturers offer these units.

4. Compartments and Doors:  Manufacturer's standard compartments with extruded aluminum doors.  Equip each with lock, tenant identification, and concealed, full-length, flush hinge on one side.  Provide one compartment prepared for master-door lock[ and with outgoing mail slot].

a. Compartments:  [Number and size as follows:] [As indicated on Drawings, of the following sizes:] [As indicated on Drawings.]

Retain one option in last subparagraph above.  If retaining first option above, also insert the number of compartments in first five subparagraphs below to suit Project.  Manufacturers do not list these compartments by these size numbers; other sizes are available.  Verify available sizes with manufacturers.  Some manufacturers list these compartments by door size, not compartment size.

1) Size 1:  Provide <Insert number> compartments with inside dimensions not less than 3 inches high by 6 inches wide by 15 inches deep (76 mm high by 152 mm wide by 381 mm deep).

2) Size 2:  Provide <Insert number> compartments with inside dimensions not less than 5 inches high by 3-1/2 inches wide by 15 inches deep (127 mm high by 89 mm wide by 381 mm deep).

3) Size 3:  Provide <Insert number> compartments with inside dimensions not less than 5 inches high by 7-1/2 inches wide by 15 inches deep (127 mm high by 191 mm wide by 381 mm deep).

4) Size 4:  Provide <Insert number> compartments with inside dimensions not less than 10-1/2 inches high by 3-1/2 inches wide by 15 inches deep (267 mm high by 89 mm wide by 381 mm deep).

5) Size 5:  Provide <Insert number> compartments with inside dimensions not less than 10-1/2 inches high by 7-1/2 inches wide by 15 inches deep (267 mm high by 191 mm wide by 381 mm deep).

Retain one of first three subparagraphs below; first is standard.

b. Tenant Identification:  2-inch-wide by 5/8-inch- (51-mm-wide by 16-mm-) high, clear-plastic cardholder set in recessed slot in face of compartment door.  Provide cardboard strip and self-adhesive numbers.

c. Tenant Identification:  Laminated, black plastic tabs, engraved with identification and adhesively applied to face of compartment door.

d. Tenant Identification:  Identification engraved into face of compartment door.

Only American Postal and Salsbury offer die-cast brass, and only Salsbury offers die-cast zinc in first subparagraph below.  Third option in subparagraph is available only in brass doors; revise for custom-engraved plastic window and indicate engraving if required.

5. Compartments and Doors:  Manufacturer's standard compartments with ornamental doors fabricated from solid, die-cast [brass] [zinc].  Equip each with[ glass window,] lock, nameplate, and two hinges.

a. Compartments:  [Number and size as follows:] [As indicated on Drawings, of the following sizes:] [As indicated on Drawings.]

Retain one option in last subparagraph above.  If retaining first option above, also insert the number of compartments in first three subparagraphs below to suit Project.

1) Size 1:  Provide <Insert number> compartments 15 inches (381 mm) deep with doors 5 inches high by 3-1/2 inches wide (127 mm high by 89 mm wide).

2) Size 2:  Provide <Insert number> compartments 15 inches (381 mm) deep with doors 6 inches high by 5-1/2 inches wide (152 mm high by 140 mm wide).

3) Size 3:  Provide <Insert number> compartments 15 inches (381 mm) deep with doors 6 inches high by 11 inches wide (152 mm high by 279 mm wide).

Retain one of first four subparagraphs below.  First option in first subparagraph is most common.

6. Compartment-Door Locks:  Five-pin tumbler, cylinder [cam] [spring-latch-type] locks capable of at least 1000 key changes; with [two] [three] <Insert number> keys for each compartment door.  Key each compartment differently.

7. Compartment-Door Locks:  Removable core locks, furnished by Owner and installed as Work of this Section.

Coordinate door locks in first subparagraph below with Division 8 Section "Door Hardware."

8. Compartment-Door Locks:  Spring-latch-type lock designed to accommodate cylinders keyed to building keying system; with [two] [three] <Insert number> keys for each compartment door.  Provide cylinders specified in Division 8 Section "Door Hardware."

9. Compartment-Door Locks:  Three-digit, single-dial, combination locks with spring latch and automatic throw off.  Set each compartment with different combination.

Retain first option in first subparagraph below for aluminum compartment doors, retain second option for brass compartment doors, and retain third option for zinc compartment doors.

10. Frames:  Fabricated from [extruded aluminum or aluminum sheet] [brass sheet] [zinc sheet or plate]; ganged and nested units, with cardholder and blank cards for tenant's identification behind each compartment.

11. Snap-on Trim:  Fabricated from same material and finish as compartment doors.

12. Concealed Components and Mounting Frames:  Aluminum or steel sheet with manufacturer's standard finish.

Retain required materials and finishes in three subparagraphs below.

13. Exposed Aluminum Finish:  Finish surfaces exposed to view as follows:

Retain one of first two subparagraphs below.  These are advertised finishes but available materials and finishes vary among manufacturers.  Option in first subparagraph is standard; verify availability of other aluminum finishes with manufacturers.

a. Anodic Finish:  [Clear] <Insert color>.

b. Baked-Enamel or Powder-Coated Finish:  [Black] [Dark bronze] [Gold] [Medium bronze] [Silver] [Color as indicated by manufacturer's designations] [Color as selected by Architect from manufacturer's full range] <Insert color>.

14. Brass Finish:  [Buffed finish, lacquered] [Hand-rubbed finish, lacquered] [Brushed satin, lacquered] <Insert finish>.

15. Zinc Finish:  Manufacturer's standard powder-coated finish, [tan] <Insert color>.

B. Rear-Loading, Private-Delivery Horizontal Mail Receptacles <Insert drawing designation>:  Consisting of multiple compartments enclosed within recessed wall box.  Provide access to compartments for distributing incoming mail from rear of unit with accessibility to entire group of compartments.  Provide access to each compartment for removing mail by swinging compartment door.

See Editing Instruction No. 1 in the Evaluations for cautions about naming manufacturers.  Retain one of first two subparagraphs and list of manufacturers below.  See Division 1 Section "Product Requirements."

1. Manufacturers:  Subject to compliance with requirements, [provide products by one of the following] [available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following]:

2. Basis-of-Design Product:  Subject to compliance with requirements, provide [product indicated on Drawings] <Insert manufacturer's name; product name or designation> or comparable product by one of the following:

a. American Postal Manufacturing Co.; Division of Postal Products Unlimited, Inc.

b. Auth-Florence Manufacturing; a Florence company.

c. Bommer Industries, Inc.

d. Salsbury Industries.

e. Security Manufacturing Corporation.

f. <Insert manufacturer's name>.

Retain one of first two subparagraphs below.

3. Rear-Loading Cover:  [Not required] [Lift-off rear cover fabricated from extruded aluminum or aluminum sheet, finished to match front of unit].

4. Rear-Loading Door:  Side hinged, fabricated from extruded aluminum or aluminum sheet, finished to match front of unit; with full-length, stainless-steel piano hinge on one side and [positive-latching] [locking] mechanism on the other.  Fabricate rear-loading door to open not less than 90 degrees and to remain open while mail is deposited.

Retain one of first two subparagraphs below.

a. Rear-Door Lock:  Manufacturer's standard five-pin tumbler, cylinder lock; with [two] [three] <Insert number> keys.

b. Rear-Door Lock:  Cylinder lock keyed to building keying system; with [two] [three] <Insert number> keys.  Provide cylinders specified in Division 8 Section "Door Hardware."

Retain one of two "Compartments and Doors" subparagraphs below.

Retain option in first subparagraph below to enable one compartment to serve as outgoing mail receptacle.  All listed manufacturers offer these units.

5. Compartments and Doors:  Manufacturer's standard compartments with doors fabricated from extruded aluminum.  Equip each with lock, tenant identification, and concealed, full-length, flush hinge on one side.  Provide one compartment prepared for master-door lock[ and with outgoing mail slot].

a. Compartments:  [Number and size as follows:] [As indicated on Drawings, of the following sizes:] [As indicated on Drawings.]

Retain one option in last subparagraph above.  If retaining first option above, also insert the number of compartments in first five subparagraphs below to suit Project.  Manufacturers do not list these compartments by these size numbers; other sizes are available.  Verify available sizes with manufacturers.  Some manufacturers list these compartments by door size, not compartment size.

1) Size 1:  Provide <Insert number> compartments with inside dimensions not less than 3 inches high by 6 inches wide by 15 inches deep (76 mm high by 152 mm wide by 381 mm deep).

2) Size 2:  Provide <Insert number> compartments with inside dimensions not less than 5 inches high by 3-1/2 inches wide by 15 inches deep (127 mm high by 89 mm wide by 381 mm deep).

3) Size 3:  Provide <Insert number> compartments with inside dimensions not less than 5 inches high by 7-1/2 inches wide by 15 inches deep (127 mm high by 191 mm wide by 381 mm deep).

4) Size 4:  Provide <Insert number> compartments with inside dimensions not less than 10-1/2 inches high by 3-1/2 inches wide by 15 inches deep (267 mm high by 89 mm wide by 381 mm deep).

5) Size 5:  Provide <Insert number> compartments with inside dimensions not less than 10-1/2 inches high by 7-1/2 inches wide by 15 inches deep (267 mm high by 191 mm wide by 381 mm deep).

Retain one of first three subparagraphs below; first is standard.

b. Tenant Identification:  2-inch-wide by 5/8-inch- (51-mm-wide by 16-mm-) high, clear-plastic cardholder set in recessed slot in face of compartment door.  Provide cardboard strip and self-adhesive numbers.

c. Tenant Identification:  Laminated, black plastic tabs, engraved with identification and adhesively applied to face of compartment door.

d. Tenant Identification:  Identification engraved into face of compartment door.

Only American Postal and Salsbury offer die-cast brass, and only Salsbury offers die-cast zinc in first subparagraph below.  Third option in subparagraph is available only in brass doors; revise to include custom-engraved plastic window and indicate engraving if required.

6. Compartments and Doors:  Manufacturer's standard compartments with ornamental doors fabricated from solid, die-cast [brass] [zinc].  Equip each with[ glass window,] lock, nameplate, and two hinges.

a. Compartments:  [Number and size as follows:] [As indicated on Drawings, of the following sizes:] [As indicated on Drawings.]

Retain one option in last subparagraph above.  If retaining first option above, also insert the number of compartments in first three subparagraphs below to suit Project.

1) Size 1:  Provide <Insert number> compartments 15 inches (381 mm) deep with doors 5 inches high by 3-1/2 inches wide (127 mm high by 89 mm wide).

2) Size 2:  Provide <Insert number> compartments 15 inches (381 mm) deep with doors 6 inches high by 5-1/2 inches wide (152 mm high by 140 mm wide).

3) Size 3:  Provide <Insert number> compartments 15 inches (381 mm) deep with doors 6 inches high by 11 inches wide (152 mm high by 279 mm wide).

Retain one of first four subparagraphs below.  First option in first subparagraph is most common.

7. Compartment-Door Locks:  Five-pin tumbler, cylinder [cam] [spring-latch-type] locks capable of at least 1000 key changes; with [two] [three] <Insert number> keys for each compartment door.  Key each compartment differently.

8. Compartment-Door Locks:  Removable core locks, furnished by Owner and installed as Work of this Section.

Coordinate door locks in first subparagraph below with Division 8 Section "Door Hardware."

9. Compartment-Door Locks:  Spring-latch-type lock designed to accommodate cylinders keyed to building keying system; with [two] [three] <Insert number> keys for each compartment door.  Provide cylinders specified in Division 8 Section "Door Hardware."

10. Compartment-Door Locks:  Three-digit, single-dial, combination locks with spring latch and automatic throw off.  Set each compartment with different combination.

Retain first option in first subparagraph below for aluminum compartment doors, retain second option for brass compartment doors, and retain third option for zinc compartment doors.

11. Frames:  Fabricated from [extruded aluminum or aluminum sheet] [brass sheet] [zinc sheet or plate]; ganged and nested units, with cardholder and blank cards for tenant's identification behind each compartment.

12. Snap-on Trim:  Fabricated from same material and finish as compartment doors.

13. Concealed Components and Mounting Frames:  Aluminum or steel sheet with manufacturer's standard finish.

Retain required materials and finishes in three subparagraphs below.

14. Exposed Aluminum Finish:  Finish surfaces exposed to view as follows:

Retain one of first two subparagraphs below.  These are advertised finishes but available materials and finishes vary among manufacturers.  First option in first subparagraph is standard; verify availability of other aluminum finishes with manufacturers.

a. Anodic Finish:  [Clear] <Insert color>.

b. Baked-Enamel or Powder-Coated Finish:  [Black] [Dark bronze] [Gold] [Medium bronze] [Silver] [Color as indicated by manufacturer's designations] [Color as selected by Architect from manufacturer's full range] <Insert color>.

15. Brass Finish:  [Buffed finish, lacquered] [Hand-rubbed finish, lacquered] [Brushed satin, lacquered] <Insert finish>.

16. Zinc Finish:  Manufacturer's standard powder-coated finish, [tan] <Insert color>.

If required, insert high-security horizontal mail receptacles such as "Vault-Type" by Auth-Florence.

If required, insert freestanding mail receptacle enclosures that may include rolling and rotating enclosures.  See Evaluations.

2.4 PRIVATE POSTAL-FACILITY HORIZONTAL MAIL RECEPTACLES

Products in this article are not USPS approved and can be used only in private-delivery facilities.  For USPS postal facilities, revise text and insert requirements based on USPS instructions.  For USPS postal facilities, USPS provides the Architect with a list of required specialties and sources for inclusion in the Construction Documents.

Copy paragraphs below and re-edit for each product.

Insert number to complete drawing designation for each product required.  Use these designations on Drawings to identify each product.

Revise first paragraph below if self-stacking, polycarbonate "Guardian Series" by American Postal is required.

A. Standard, Rear-Loading Horizontal Mail Receptacles <Insert drawing designation>:  Consisting of multiple compartments with open backs, enclosed within recessed, modular wall box, with approximate overall module dimensions of 30 inches high by 23-1/2 inches wide by 15-1/2 inches deep (762 mm high by 596 mm wide by 394 mm deep); for installation between studs spaced 24 inches (610 mm) o.c.  Provide access to compartments for distributing incoming mail from rear of unit with accessibility to entire group of compartments.  Provide access to each compartment for removing mail by swinging compartment door.

See Editing Instruction No. 1 in the Evaluations for cautions about naming manufacturers.  Retain one of first two subparagraphs and list of manufacturers below.  See Division 1 Section "Product Requirements."

1. Manufacturers:  Subject to compliance with requirements, [provide products by one of the following] [available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following]:

2. Basis-of-Design Product:  Subject to compliance with requirements, provide [product indicated on Drawings] <Insert manufacturer's name; product name or designation> or comparable product by one of the following:

a. Salsbury Industries.

b. Security Manufacturing Corporation.

c. <Insert manufacturer's name>.

Retain one of first two subparagraphs below; revise to allow two or four large compartments in addition to small compartments.

3. Compartments:  Provide [10] [20] [30] <Insert number> equal-sized compartments within each module.

4. Compartments:  Provide number and size, and number of modules as indicated on Drawings.

Insert rear-loading cover if required.

Only Security Manufacturing offers option in first subparagraph below.

5. Compartment Doors:  Fabricated from extruded [or die-cast] aluminum.  Equip each with lock, tenant identification, and concealed, full-length, flush hinge on one side.

a. Tenant Identification:  Identification engraved into [face of compartment door] [self-adhesive placards].

Locks in first subparagraph below are standard.  Insert other type of lock if required; verify availability with manufacturers.

b. Compartment-Door Locks:  Five-pin tumbler, cylinder [cam] [spring-latch-type] locks capable of at least 1000 key changes; with [two] [three] <Insert number> keys for each compartment door.  Key each compartment differently.

6. Frames:  Fabricated from aluminum or cold-rolled steel sheet; ganged and nested units, with cardholder and blank cards for tenant's identification behind each compartment.

7. Trim:  Fabricated from same material as compartment doors.

8. Concealed Components and Mounting Frames:  Aluminum or steel sheet with manufacturer's standard finish.

Security Manufacturing offers second and third options in subparagraph below.  Verify availability of finishes with manufacturers.

9. Exposed Aluminum Finish:  Finish surfaces exposed to view with [silver powder coat on doors, black on trim] [gold powder coat on doors and trim] [silver powder coat on doors and trim] <Insert finish>.

B. Rack-Ladder, Rear-Loading Horizontal Mail Receptacles <Insert drawing designation>:  Consisting of multiple compartments with open backs, enclosed within recessed, modular wall box, with approximate overall module dimensions of 12 inches high by 23-1/2 inches wide by 15-1/2 inches deep (305 mm high by 596 mm wide by 394 mm deep); for installation between rack ladders.  Provide access to compartments for distributing incoming mail from rear of unit with accessibility to entire group of compartments.  Provide access to each compartment for removing mail by swinging compartment door.

See Editing Instruction No. 1 in the Evaluations for cautions about naming manufacturers.  Retain one of first two subparagraphs and list of manufacturers below.  See Division 1 Section "Product Requirements."

1. Manufacturers:  Subject to compliance with requirements, [provide products by one of the following] [available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following]:

2. Basis-of-Design Product:  Subject to compliance with requirements, provide [product indicated on Drawings] <Insert manufacturer's name; product name or designation> or comparable product by one of the following:

a. Salsbury Industries.

b. Security Manufacturing Corporation.

c. <Insert manufacturer's name>.

Retain one of first three subparagraphs below.

3. Compartments:  Provide one within each module and number of modules as indicated on Drawings.

4. Compartments:  Provide [two] [four] [eight] [12] <Insert number> equal-sized compartments within each module and number of modules as indicated on Drawings.

5. Compartments:  Provide number and size, and number of modules as indicated on Drawings.

Insert rear-loading cover if required.

6. Compartment Doors:  Fabricated from extruded aluminum.  Equip each with lock, tenant identification, and concealed, full-length, flush hinge on one side.

a. Tenant Identification:  Identification engraved into [face of compartment door] [self-adhesive placards].

Locks in first subparagraph below are standard.  Insert other type of lock if required; verify availability with manufacturers.

b. Compartment-Door Locks:  Five-pin tumbler, cylinder [cam] [spring-latch-type] locks capable of at least 1000 key changes; with [two] [three] <Insert number> keys for each compartment door.  Key each compartment differently.

7. Frames:  Fabricated from aluminum or cold-rolled steel sheet; ganged and nested units, with cardholder and blank cards for tenant's identification behind each compartment.

8. Trim:  Fabricated from same material as compartment doors.

9. Concealed Components and Mounting Frames:  Aluminum or steel sheet with manufacturer's standard finish.

10. Rack Ladders:  Aluminum or steel with manufacturer's standard finish.

In first subparagraph below, standard height is five modules; other heights are custom.  Verify availability with manufacturers.

a. Height of Rack Ladders:  [Two] [Three] [Four] [Five] [Six] modules high.

b. Provide two rack ladders for first column of modules and one ladder for each additional, adjacent column of modules.

11. Exposed Aluminum Finish:  Finish surfaces exposed to view with [silver powder coat on doors, black on trim] <Insert finish>.

2.5 VERTICAL MAIL RECEPTACLES

Vertical mail receptacles served by USPS must be provided from USPS's current list of approved manufacturers and models.  They are only allowed for existing buildings or under building permits issued before October 5, 2006.  For renovation projects, verify acceptability of these units with local postmaster.

Copy paragraph below and re-edit for each product.

Insert number to complete drawing designation for each product required.  Use these designations on Drawings to identify each product.

A. USPS-Approved Vertical Mail Receptacles <Insert drawing designation>:  Consisting of three to seven compartments enclosed within wall box; with inside dimensions of each compartment not less than 15 inches high by 5 inches wide by 6 inches deep (381 mm high by 127 mm wide by 152 mm deep).  Provide access to compartments for distributing incoming mail from front of unit by unlocking master lock and tilting inner compartments forward as a group.  Provide access to each compartment for removing mail by swinging compartment door.  Comply with USPS-STD-4B+.

See Editing Instruction No. 1 in the Evaluations for cautions about naming manufacturers.  Retain one of first two subparagraphs and list of manufacturers below.  See Division 1 Section "Product Requirements."

1. Manufacturers:  Subject to compliance with requirements, [provide products by one of the following] [available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following]:

2. Basis-of-Design Product:  Subject to compliance with requirements, provide [product indicated on Drawings] <Insert manufacturer's name; product name or designation> or comparable product by one of the following:

a. American Eagle Mailboxes.

b. Auth-Florence Manufacturing; a Florence company.

c. Bommer Industries, Inc.

d. Salsbury Industries.

e. Security Manufacturing Corporation.

f. <Insert manufacturer's name>.

3. Mounting:  [Recessed] [Semirecessed with mounting frame] [Surface mounted with mounting frame] [As indicated on Drawings].

4. Mail Delivery:  [USPS] [Private].

Retain one of first two subparagraphs below.

5. Compartments:  Provide [three] <Insert number up to seven>.

6. Compartments:  Provide number as indicated on Drawings.

7. Compartment Doors and Frames:  Fabricated from striated, extruded aluminum.  Equip each compartment door with lock, slot in face of door to receive tenant identification, and concealed, full-length, flush hinge on one side.[  Provide one double-wide compartment with outgoing mail slot.]

First option in first subparagraph below is standard.

a. Tenant Identification:  [Cardboard name and number tab] [Laminated, black plastic tabs, engraved with identification].

Retain one of first three subparagraphs below.  First option in first subparagraph is standard for units served by USPS.  Unlike newer USPS requirements, USPS-STD-4B+ does not require three keys or more than 1000 key changes.  Revise if required by local postmaster.

b. Compartment-Door Locks:  Five-pin tumbler, cylinder [cam] [spring-latch-type] locks capable of at least 1000 key changes; with [two] [three] <Insert number> keys for each compartment door.  Key each compartment differently.

c. Compartment-Door Locks:  Removable core locks, furnished by Owner and installed as Work of this Section.

Coordinate door locks in first subparagraph below with Division 8 Section "Door Hardware."

d. Compartment-Door Locks:  Spring-latch-type lock designed to accommodate cylinders keyed to building keying system; with [two] [three] <Insert number> keys for each compartment door.  Provide cylinders specified in Division 8 Section "Door Hardware."

8. Frames:  Fabricated from aluminum or cold-rolled steel sheet; ganged and nested units, with cardholder and blank cards for tenant's identification within each compartment.

9. Concealed Components and Mounting Frames:  Aluminum or steel sheet with manufacturer's standard finish.

10. Exposed Aluminum Finish:  Finish surfaces exposed to view as follows:

Retain one of two subparagraphs below.  These are advertised finishes but available materials and finishes vary among manufacturers.  First option in first subparagraph is standard; verify availability of other aluminum finishes with manufacturers.

a. Anodic Finish:  [Clear] [Gold] [As indicated by manufacturer's designations] [As selected by Architect from manufacturer's full range] <Insert color>.

b. Baked-Enamel or Powder-Coated Finish:  [Aluminum] [Black] [Brass] [Dark bronze] [Gold] [Green] [Ivory] [Medium bronze] [Silver] [Color as indicated by manufacturer's designations] [Color as selected by Architect from manufacturer's full range] <Insert color>.

Insert Bommer's private-delivery, retrofit, vertical mail receptacles here if required.  These units, consisting of three to 10 compartments each, measuring 15 inches high by 3-1/2 inches wide by 4 inches deep (381 mm high by 89 mm wide by 102 mm deep), do not comply with USPS requirements for compartment size.

2.6 USPS-APPROVED CLUSTER BOX UNITS (CBUs) <Insert drawing designation>

CBUs have replaced neighborhood delivery and collection box units (NDCBUs) for USPS mail delivery.  See Evaluations.  Products in this article are USPS approved and can also be used for private mail delivery.  For units served by USPS, verify compliance with USPS-B-1118F.

Copy this article and re-edit for each product.

Insert number to complete drawing designation.  Use these designations on Drawings to identify each product.

A. General:  Consisting of multiple compartments enclosed within freestanding, pedestal-mounted enclosure.  Provide access to compartments for distributing incoming mail from front of unit by unlocking master lock and swinging pair of side-hinged master doors to provide accessibility to entire group of compartments.  Provide access to each compartment for removing mail by swinging compartment door.  Comply with USPS-B-1118F.

See Editing Instruction No. 1 in the Evaluations for cautions about naming manufacturers.  Retain one of two subparagraphs and list of manufacturers below.  See Division 1 Section "Product Requirements."

1. Manufacturers:  Subject to compliance with requirements, [provide products by one of the following] [available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following]:

2. Basis-of-Design Product:  Subject to compliance with requirements, provide [product indicated on Drawings] <Insert manufacturer's name; product name or designation> or comparable product by one of the following:

a. Auth-Florence Manufacturing; a Florence company.

b. Jayco Industries.

c. Salsbury Industries.

d. Security Manufacturing Corporation.

e. <Insert manufacturer's name>.

B. Compartment Enclosure:  Fabricated from aluminum sheet with aluminum mounting pedestal and weather-protection hood, with the following number and size of compartments:

1. Type I:  Provide eight compartments 12 inches wide by 3 inches high by 15 inches deep (305 mm wide by 76 mm high by 381 mm deep), one outgoing mail compartment 12 inches wide by 3 inches high by 15 inches deep (305 mm wide by 76 mm high by 381 mm deep), one parcel compartment 12 inches wide by 10 inches high by 15 inches deep (305 mm wide by 254 mm high by 381 mm deep), and another parcel compartment 12 inches wide by 13-1/2 inches high by 15 inches deep (305 mm wide by 343 mm high by 381 mm deep).

2. Type II:  Provide 12 compartments 12 inches wide by 3 inches high by 15 inches deep (305 mm wide by 76 mm high by 381 mm deep), one outgoing mail compartment 12 inches wide by 3 inches high by 15 inches deep (305 mm wide by 76 mm high by 381 mm deep), and one parcel compartment 12 inches wide by 10 inches high by 15 inches deep (305 mm wide by 254 mm high by 381 mm deep).

3. Type III:  Provide 16 compartments 12 inches wide by 3 inches high by 15 inches deep (305 mm wide by 76 mm high by 381 mm deep), one outgoing mail compartment 12 inches wide by 3 inches high by 15 inches deep (305 mm wide by 76 mm high by 381 mm deep), one parcel compartment 12 inches wide by 10 inches high by 15 inches deep (305 mm wide by 254 mm high by 381 mm deep), and another parcel compartment 12 inches wide by 13-1/2 inches high by 15 inches deep (305 mm wide by 343 mm high by 381 mm deep).

4. Type IV:  Provide 13 compartments 12 inches wide by 4-3/4 inches high by 15 inches deep (305 mm wide by 121 mm high by 381 mm deep), one outgoing mail compartment 12 inches wide by 4-3/4 inches high by 15 inches deep (305 mm wide by 121 mm high by 381 mm deep), and one parcel compartment 12 inches wide by 10 inches high by 15 inches deep (305 mm wide by 254 mm high by 381 mm deep).

C. Compartment Doors and Frames:  Fabricated from one-piece extruded aluminum or aluminum sheet.  Equip each compartment door with lock, tenant identification, and concealed, full-length, flush hinge on one side.  Provide outgoing mail slot with weather protection flap.

1. Tenant Identification:  Number [engraved into face] [applied into recess] of compartment door.

Locks in first subparagraph below are capable of 2000 key changes.

2. Compartment-Door Locks:  Comply with USPS-L-1172C, PSIN O910, for locks and keys, or equivalent as approved by USPS; with three keys for each compartment door.  Key each compartment differently.

3. Parcel-Locker-Door Locks:  Two-key security system in which control key provides access to parcel-locker key, which opens compartment and is retained once opened.

D. Pedestal:  Aluminum, with same finish as compartment enclosure and attached with theft-resistant fasteners.

First option in paragraph below is standard; verify availability of custom finishes with manufacturers.

E. Exposed Aluminum Finish:  Finish surfaces exposed to view with powder-coated finish in [postal gray (light gray)] [color as selected by Architect from manufacturer's full range of colors] <Insert color>.

2.7 NEIGHBORHOOD DELIVERY AND COLLECTION BOX UNITS (NDCBUs) <Insert drawing designation>

CBUs have replaced NDCBUs for USPS mail delivery, except where local postmaster authorizes their use.  NDCBUs may be used only for private mail delivery unless approved by local postmaster.

Copy this article and re-edit for each product.

Insert number to complete drawing designation.  Use these designations on Drawings to identify each product.

A. General:  Consisting of multiple compartments, with inside dimensions of each compartment not less than 5 inches high by 6 inches wide by 15 inches deep (127 mm high by 152 mm wide by 381 mm deep), enclosed within freestanding, pedestal-mounted enclosure.  Provide access to compartments for distributing incoming mail from rear of unit by side-hinged rear door with accessibility to entire group of compartments.  Provide access to each compartment for removing mail by swinging compartment door.

See Editing Instruction No. 1 in the Evaluations for cautions about naming manufacturers.  Retain one of two subparagraphs and list of manufacturers below.  See Division 1 Section "Product Requirements."

1. Manufacturers:  Subject to compliance with requirements, [provide products by one of the following] [available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following]:

2. Basis-of-Design Product:  Subject to compliance with requirements, provide [product indicated on Drawings] <Insert manufacturer's name; product name or designation> or comparable product by one of the following:

a. Bommer Industries, Inc.

b. Jayco Industries.

c. Jensen Industries.

d. <Insert manufacturer's name>.

Revise first paragraph below to suit Project.  Manufacturers offer units varying from the three basic types of NDCBUs originally available.

B. Compartment Enclosure:  Fabricated from aluminum sheet with integral weather protection hood, with [eight equal-sized compartments (Type I)] [12 equal-sized compartments (Type II)] [16 equal-sized compartments (Type III)] [compartments of number and size as indicated on Drawings] <Insert description>.

C. Compartment Doors and Frames:  Fabricated from one-piece extruded aluminum or aluminum sheet.  Equip each compartment door with lock, tenant identification, and concealed, full-length, flush hinge on one side.[  Provide top left compartment with outgoing mail slot.]

1. Tenant Identification:  Number engraved into face of compartment door.

2. Compartment-Door Locks:  Dustproof, five-pin tumbler, cylinder cam locks capable of at least 1000 key changes; with [three] <Insert number> keys for each compartment door.  Key each compartment differently.

D. Rear-Loading Door:  Fabricated from aluminum sheet, with full-length, stainless-steel piano hinge on one side and three-point latching mechanism on the other.  Fabricate rear-loading door to open not less than 90 degrees and to remain open while mail is deposited.

Retain one of two subparagraphs below.

1. Rear-Door Lock:  Door prepared to receive lock furnished by local postmaster.

2. Rear-Door Lock:  Cylinder lock with [two] [three] <Insert number> keys.  Provide cylinders specified in Division 8 Section "Door Hardware."

E. Pedestal:  [Same material and finish as compartment enclosure and attached with theft-resistant fasteners] [As indicated on Drawings].

F. Exposed Aluminum Finish:  Finish surfaces exposed to view as follows:

Retain one of two subparagraphs below.  These are advertised finishes but available finishes vary among manufacturers.  First option in first subparagraph is standard; verify availability of other aluminum finishes with manufacturers.

1. Anodic Finish:  [Clear] <Insert color>.

2. Baked-Enamel or Powder-Coated Finish:  [Black] [Dark bronze] [Gold] [Medium bronze] [Color as selected by Architect from manufacturer's full range] <Insert color>.

2.8 USPS-APPROVED PARCEL LOCKERS

USPS-approved parcel lockers in this article can also be used for facilities with private delivery.

Copy paragraphs below and re-edit for each product.

Insert number to complete drawing designation for each product required.  Use these designations on Drawings to identify each product.

Retain one option in first paragraph below.  USPS-STD-4C will replace all previous standards for indoor parcel lockers on October 5, 2006.  Verify availability of USPS-STD-4C receptacles with listed manufacturers.  Some manufacturers are presently retooling for this standard and have not yet included compliant products in catalogs or assigned model numbers.  See Evaluations.

A. Front-Loading, USPS-Approved Indoor Parcel Lockers <Insert drawing designation>:  Consisting of single or multiple compartments enclosed within a larger enclosure of type indicated below.  Provide access to compartments for distributing incoming parcels from front of unit.  Provide access to each compartment for removing parcels by swinging compartment door.  Comply with [USPS-STD-4C] [USPS-STD-4B+ or USPS-B-1116A construction, adapted for larger-sized, interior, parcel compartments].

See Editing Instruction No. 1 in the Evaluations for cautions about naming manufacturers.  Retain one of first two subparagraphs and list of manufacturers below.  See Division 1 Section "Product Requirements."

1. Manufacturers:  Subject to compliance with requirements, [provide products by one of the following] [available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following]:

2. Basis-of-Design Product:  Subject to compliance with requirements, provide [product indicated on Drawings] <Insert manufacturer's name; product name or designation> or comparable product by one of the following:

a. American Eagle Mailboxes.

b. American Postal Manufacturing Co.; Division of Postal Products Unlimited, Inc.

c. Auth-Florence Manufacturing; a Florence company.

d. Bommer Industries, Inc.

e. Jensen Industries.

f. Salsbury Industries.

g. Security Manufacturing Corporation.

h. <Insert manufacturer's name>.

Retain first option in first subparagraph below for USPS-STD-4C parcel lockers; retain either option for USPS-STD-4B+ and USPS-B-1116A construction.

3. Enclosure Type:  [Recessed] [Freestanding].

4. Mail Delivery:  [USPS] [Private].

Retain one of two "Compartments" subparagraphs below.  Retain first subparagraph for USPS-STD-4C and second subparagraph for USPS-STD-4B+ and USPS-B-1116A construction.  If retaining first, coordinate with "USPS-Approved Horizontal Mail Receptacles" Article for USPS-STD-4C group types that include both mail and parcel compartments.

5. Compartments:  [Number and size as follows:] [As indicated on Drawings, of the following sizes:] [As indicated on Drawings.]

Retain one option in last subparagraph above.  If retaining first option above, retain number of compartments in second and third subparagraphs below to suit Project.  USPS-STD-4C compartments can be increased in size and number; revise to suit Project.

a. Type X, Parcel Only (No Master Door):  Single parcel receptacle [15 inches high by 12 inches wide by 15 inches deep (381 mm high by 305 mm wide by 381 mm deep)] [18 inches high by 12 inches wide by 15 inches deep (457 mm high by 305 mm wide by 381 mm deep)].

b. Type X, Parcel Only (No Master Door):  A group of parcel receptacles in single-column configuration without a master door; [one] [two] compartment(s) 18 inches high by 12 inches wide by 15 inches deep (457 mm high by 305 mm wide by 381 mm deep)[and] [one compartment 15 inches high by 12 inches wide by 15 inches deep (381 mm high by 305 mm wide by 381 mm deep)].

c. Type XI, Parcel Only:  A group of parcel receptacles in single-column configuration with single master door prepared for master-door lock; [one] [two] [compartment(s) 15 inches high by 12 inches wide by 15 inches deep (381 mm high by 305 mm wide by 381 mm deep)] [and] [one] [two] [compartment(s) 18 inches high by 12 inches wide by 15 inches deep (457 mm high by 305 mm wide by 381 mm deep)].

6. Compartments:  Fabricated from aluminum sheet with number and size [as follows:] [as indicated on Drawings.]

First two subparagraphs below correspond to sizes indicated in USPS-B-1116A.  Manufacturers also offer width of 15 inches (381 mm) and depths of 18 and 24 inches (457 and 610 mm); revise to suit Project.

a. Type I:  Provide one box with two compartments, one on top of the other, each compartment with inside dimensions of 12 inches wide by 14 inches high by 15 inches deep (305 mm wide by 356 mm high by 381 mm deep).

b. Type II:  Provide one box with four compartments, side by side, two on top and two on bottom, each compartment with inside dimensions of 12 inches wide by 14 inches high by 15 inches deep (305 mm wide by 356 mm high by 381 mm deep).

Retain first subparagraph below for USPS-STD-4C parcel-locker Type XI configuration, which has a master door.

7. Front-Loading Master Door:  Fabricated to hold compartment doors; prepared to receive master-door lock provided by local postmaster.

8. Compartment Doors and Frames:  Fabricated from [same material and finish as adjacent mail receptacles] [extruded aluminum] [aluminum sheet] [metallic-coated steel sheet] [aluminum or metallic-coated steel sheet].  Equip each compartment door with lock, identification, and concealed, full-length, spring-loaded, flush hinge on right side.

a. Compartment Identification:  Black, sequential numbers [engraved into] [stamped onto] recess in face of compartment door.

Retain one of first two subparagraphs below.  Retain first subparagraph for USPS delivery and second subparagraph for private delivery.

b. Compartment-Door Locks:  Dual lock security system in which master lock provides access to customer lock (USPS-L-1172C, PSIN O910) and parcel-locker key opens compartment and is retained once opened.

c. Compartment-Door Locks:  Two-key security system in which control key provides access to parcel-locker key, which opens compartment and is retained once opened.

Retain required materials and finishes in two subparagraphs below.

9. Exposed Aluminum Finish:  Finish surfaces exposed to view as follows:

Retain one of first two subparagraphs below.  These are advertised materials and finishes but available materials and finishes vary among manufacturers.  First option in first subparagraph is standard; verify availability of other aluminum finishes with manufacturers.

a. Anodic Finish:  [Clear] [Brass] [Dark bronze] [As indicated by manufacturer's designations] [As selected by Architect from manufacturer's full range] <Insert color>.

b. Baked-Enamel or Powder-Coated Finish:  [Silver] [Black] [Medium bronze] [Dark bronze] [Gold] [Color as indicated by manufacturer's designations] [Color as selected by Architect from manufacturer's full range] <Insert color>.

10. Metallic-Coated Steel Finish:  Finish surfaces exposed to view with baked-enamel or powder-coated finish; [color as indicated by manufacturer's designations] [color as selected by Architect from manufacturer's full range] <Insert color>.

Retain one option in first paragraph below.  USPS intends to have USPS-STD-4C replace all previous standards for indoor parcel lockers by October 5, 2006.  Verify availability of USPS-STD-4C receptacles with listed manufacturers.  Some manufacturers are presently retooling for this standard and have not yet included compliant products in catalogs or assigned model numbers.  See Evaluations.

B. Rear-Loading, USPS-Approved Indoor Parcel Lockers <Insert drawing designation>:  Consisting of single or multiple compartments enclosed within recessed wall box.  Provide access to compartments for distributing incoming parcels from rear of unit with accessibility to entire group of compartments.  Provide access to each compartment for removing parcels by swinging compartment door.  Comply with [USPS-STD-4C] [USPS-STD-4B+ or USPS-B-1116A construction, adapted for larger-sized, interior, parcel compartments].

See Editing Instruction No. 1 in the Evaluations for cautions about naming manufacturers.  Retain one of first two subparagraphs and list of manufacturers below.  See Division 1 Section "Product Requirements."

1. Manufacturers:  Subject to compliance with requirements, [provide products by one of the following] [available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following]:

2. Basis-of-Design Product:  Subject to compliance with requirements, provide [product indicated on Drawings] <Insert manufacturer's name; product name or designation> or comparable product by one of the following:

a. American Eagle Mailboxes.

b. American Postal Manufacturing Co.; Division of Postal Products Unlimited, Inc.

c. Auth-Florence Manufacturing; a Florence company.

d. Bommer Industries, Inc.

e. Jensen Industries.

f. Salsbury Industries.

g. Security Manufacturing Corporation.

h. <Insert manufacturer's name>.

3. Mail Delivery:  [USPS] [Private].

Retain one of two "Compartments" subparagraphs below.  Retain first subparagraph for USPS-STD-4C and second subparagraph for USPS-STD-4B+ and USPS-B-1116A construction.  If retaining first, coordinate with "USPS-Approved Horizontal Mail Receptacles" Article for USPS-STD-4C group types that include both mail and parcel compartments.

4. Compartments:  [Number and size as follows:] [As indicated on Drawings, of the following sizes:] [As indicated on Drawings.]

a. Type XII, Parcel Only:  A group of parcel receptacles in single-column configuration with a rear-access cover; [one] [two] [compartment(s) 15 inches high by 12 inches wide by 15 inches deep (381 mm high by 305 mm wide by 381 mm deep)] [and] [one] [two] [compartment(s) 18 inches high by 12 inches wide by 15 inches deep (457 mm high by 305 mm wide by 381 mm deep)].

Retain second option in first subparagraph below if number and size of compartments are indicated on Drawings or if non-USPS sizes are required for private-delivery installations.

5. Compartments:  Fabricated enclosure with number and size [as follows:] [as indicated on Drawings.]

First two subparagraphs below correspond to sizes indicated in USPS-B-1116A.  Manufacturers also offer width of 15 inches (381 mm) and depths of 18 and 24 inches (457 and 610 mm); revise to suit Project.

a. Type I:  Provide one box with two compartments, one on top of the other, each compartment with inside dimensions of 12 inches wide by 14 inches high by 15 inches deep (305 mm wide by 356 mm high by 381 mm deep).

b. Type II:  Provide one box with four compartments, side by side, two on top and two on bottom, each compartment with inside dimensions of 12 inches wide by 14 inches high by 15 inches deep (305 mm wide by 356 mm high by 381 mm deep).

Retain one of first two subparagraphs below.

6. Rear-Loading Cover:  [Not required] [Lift-off rear cover fabricated from extruded aluminum or aluminum sheet, finished to match front of unit].

Generally retain first option in first subparagraph below.  USPS does not require a rear-door lock.

7. Rear-Loading Door:  Side hinged, fabricated from extruded aluminum or aluminum sheet, finished to match front of unit; with full-length, stainless-steel piano hinge on one side and [positive-latching] [locking] mechanism on the other.

Retain one of first two subparagraphs below.  First subparagraph is for units served by USPS if lock is required.

a. Rear-Door Lock:  Door prepared to receive lock provided by local postmaster.

b. Rear-Door Lock:  Cylinder lock keyed to building keying system; with [two] [three] <Insert number> keys.  Provide cylinders specified in Division 8 Section "Door Hardware."

8. Compartment Doors and Frames:  Fabricated from [same material and finish as adjacent mail receptacles] [extruded aluminum] [aluminum sheet] [metallic-coated steel sheet] [aluminum or metallic-coated steel sheet].  Equip each compartment door with lock, identification, and concealed, full-length, spring-loaded, flush hinge on one side.

a. Compartment Identification:  Black, sequential numbers [engraved into] [stamped onto] recess in face of compartment door.

Retain one of first two subparagraphs below.  Retain first subparagraph for USPS delivery and second subparagraph for private delivery.

b. Compartment-Door Locks:  Dual-lock security system in which master lock provides access to customer lock (USPS-L-1172C, PSIN O910) and parcel-locker key opens compartment and is retained once opened.

c. Compartment-Door Locks:  Two-key security system in which control key provides access to parcel-locker key, which opens compartment and is retained once opened.

Retain required materials and finishes in two subparagraphs below.

9. Exposed Aluminum Finish:  Finish surfaces exposed to view as follows:

Retain one of first two subparagraphs below.  These are advertised materials and finishes but available materials and finishes vary among manufacturers.  First option in first subparagraph is standard; verify availability of other aluminum finishes with manufacturers.

a. Anodic Finish:  [Clear] [Brass] [Dark bronze] [As indicated by manufacturer's designations] [As selected by Architect from manufacturer's full range] <Insert color>.

b. Baked-Enamel or Powder-Coated Finish:  [Silver] [Black] [Medium bronze] [Dark bronze] [Gold] [Color as indicated by manufacturer's designations] [Color as selected by Architect from manufacturer's full range] <Insert color>.

10. Metallic-Coated Steel Finish:  Finish surfaces exposed to view with baked-enamel or powder-coated finish; [color as indicated by manufacturer's designations] [color as selected by Architect from manufacturer's full range] <Insert color>.

USPS is reviewing and will revise USPS-B-1116A cited in paragraph below.  Before specifying these lockers, verify that CBUs, specified in "USPS-Approved Cluster Box Units (CBUs)" Article will not meet total Project requirements.

C. USPS-Approved Outdoor Parcel Lockers (OPLs), Pedestal Mounted <Insert drawing designation>:  Consisting of multiple compartments enclosed within freestanding, pedestal-mounted enclosure.  Provide access to compartments for distributing incoming mail from front of unit by unlocking master lock and swinging pair of side-hinged master doors to provide accessibility to entire group of compartments.  Provide access to each compartment for removing mail by swinging compartment door.  Comply with USPS-B-1116A.

See Editing Instruction No. 1 in the Evaluations for cautions about naming manufacturers.  Retain one of first two subparagraphs and list of manufacturers below.  See Division 1 Section "Product Requirements."

1. Manufacturers:  Subject to compliance with requirements, [provide products by one of the following] [available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following]:

2. Basis-of-Design Product:  Subject to compliance with requirements, provide [product indicated on Drawings] <Insert manufacturer's name; product name or designation> or comparable product by one of the following:

a. Auth-Florence Manufacturing; a Florence company.

b. Jayco Industries.

c. Salsbury Industries.

d. <Insert manufacturer's name>.

3. Compartment Enclosure:  Fabricated from aluminum sheet with aluminum mounting pedestal and weather-protection hood, with the following number and size of compartments:

First two subparagraphs below correspond to sizes indicated in USPS-B-1116A.  Manufacturers also offer width of 15 inches (381 mm) and depths of 18 and 24 inches (457 and 610 mm); revise to suit Project.

a. Type I:  Provide one box with two compartments, one on top of the other, each compartment with inside dimensions of 12 inches wide by 14 inches high by 15 inches deep (305 mm wide by 356 mm high by 381 mm deep).

b. Type II:  Provide one box with four compartments, side by side, two on top and two on bottom, each compartment with inside dimensions of 12 inches wide by 14 inches high by 15 inches deep (305 mm wide by 356 mm high by 381 mm deep).

4. Compartment Doors and Frames:  Fabricated from one-piece extruded aluminum or aluminum sheet.  Equip each compartment door with lock, tenant identification, and concealed, full-length, flush hinge on one side.  Provide outgoing mail slot with weather protection flap.

a. Locker Identification:  Number [engraved into face] [applied into recess] of compartment door.

b. Door Locks:  Two-key security system in which control key provides access to parcel-locker key, which opens compartment and is retained once opened.

5. Pedestal:  Aluminum, with same finish as compartment enclosure and attached with theft-resistant fasteners.

First option in subparagraph below is standard; verify availability of custom finishes with manufacturers.

6. Exposed Aluminum Finish:  Finish surfaces exposed to view with powder-coated finish in [postal gray (light gray)] [color as selected by Architect from manufacturer's full range of colors] <Insert color>.

Private-delivery OPLs typically do not have multiple compartments; they are single-compartment residential units, which are not included in the Section Text but could be inserted.  Multiple-compartment OPLs, NDCBUs configured with large compartments and captive keys, or USPS-approved OPLs can be used for private delivery.

2.9 USPS-APPROVED COLLECTION BOXES

USPS-approved collection boxes in this article can also be used for facilities with private collection.  USPS uses the term "receiving boxes" for collection boxes located at the bottom of mail chutes and the term "collection boxes" for other types of boxes for the deposit of mail.  Collection and receiving boxes for USPS collection must be approved by USPS.  See Evaluations.

Copy paragraphs below and re-edit for each product.

Insert number to complete drawing designation for each product required.  Use these designations on Drawings to identify each product.

Revise first paragraph below if more than one compartment is needed and if retaining "Mailbag Rack" Subparagraph below.  Manufacturers offer units with up to three compartments.  Only U.S. Chutes makes receiving boxes that connect to bottom of mail chutes.

A. USPS-Approved, Front-Loading [Collection] [Receiving] Boxes <Insert drawing designation>:  Consisting of single compartment with fire-resistant cushion bottom, enclosed within wall box, with [mail slot] [hopper door] to receive mail.  Provide access to compartment for collecting mail from front of unit.  Comply with USPS Publication 16.

See Editing Instruction No. 1 in the Evaluations for cautions about naming manufacturers.  Retain one of first two subparagraphs and list of manufacturers below.  See Division 1 Section "Product Requirements."

1. Manufacturers:  Subject to compliance with requirements, [provide products by one of the following] [available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following]:

2. Basis-of-Design Product:  Subject to compliance with requirements, provide [product indicated on Drawings] <Insert manufacturer's name; product name or designation> or comparable product by one of the following:

a. Auth-Florence Manufacturing; a Florence company.

b. Bommer Industries, Inc.

c. Jayco Industries.

d. Security Manufacturing Corporation.

e. U.S. Chutes; Division of USC Group.

f. <Insert manufacturer's name>.

3. Mail Collection:  [USPS] [Private].

4. Mounting:  [Recessed] [Semirecessed] [Surface mounted].

Coordinate option retained in first subparagraph below with title of this paragraph.

5. Type:  [Collection box] [Receiving box for mail chutes].

Retain one of first two subparagraphs below.

6. Height:  Sized to match height of [four] [five] [six] [seven] <Insert number> horizontal mail receptacles.

7. Height:  [As indicated on Drawings] <Insert dimension>.

Retain second option in first subparagraph below to include units offered by Bommer.  Door opening size in subparagraph is USPS requirement.

8. Compartment Door and Frame:  Fabricated from [1/4-inch- (6-mm-)] [minimum 1/8-inch- (3-mm-)] thick aluminum, with opening not less than 12 by 20 inches (305 by 508 mm) and not more than 18 by 30 inches (457 by 762 mm).  Equip door with lock and concealed, full-length, flush hinge on one side.

Retain one of first two subparagraphs below.  First subparagraph is for units served by USPS.  Coordinate lock in second subparagraph with Division 8 Section "Door Hardware."

a. Door Lock:  Door prepared to receive lock provided by local postmaster.

b. Door Lock:  Cylinder lock keyed to building keying system; with [two] [three] <Insert number> keys.  Provide cylinders specified in Division 8 Section "Door Hardware."

Text cited in first subparagraph below is for USPS; revise to suit Project.

c. Identification:  Engrave face of compartment door with 1-inch- (25-mm-) high letters as follows:  "U.S. MAIL LETTER BOX" on two lines at top or bottom of unit.

d. Door Style:  [Set door within face frame] [Extend door full width and height of unit, with no exposed frame].

Retain one of first two subparagraphs below.

9. Mail Slot:  Fabricated from 1/4-inch- (6-mm-) thick aluminum, with 11-inch-wide by 1-1/4-inch- (279-mm-wide by 32-mm-) high opening, protected by inside hood and hinge flap, and with inside baffle to prevent removal of mail from box.

10. Hopper Door:  Fabricated from 1/4-inch- (6-mm-) thick aluminum, with opening that allows a bundle measuring 6-1/2 inches wide by 11-1/2 inches long by 4 inches high (165 mm wide by 292 mm long by 102 mm high) to be deposited, and with inside baffle to prevent removal of mail from box.  Equip door with door pull and concealed, full-length bottom hinge.

Text cited in first subparagraph below is for USPS; revise to suit Project.

a. Identification:  Engrave face of hopper door with 1-inch- (25-mm-) high letters as follows:  "LETTERS AND LETTER MAIL TIED IN BUNDLES."

b. Door Style:  [Set door within face frame] [Extend door full width and height of unit, with no exposed frame].

Only U.S. Chutes offers stainless-steel and brass options in first subparagraph below.

11. Exposed Materials:  Fabricated from [stainless-steel-clad] [brass-clad] extruded or sheet aluminum.

12. Concealed Components and Mounting Frames:  Aluminum or steel sheet with manufacturer's standard finish.

13. Schedule-Card Holder:  Provide recessed or surface-mounted holder for pick-up schedule card in center of bottom front portion of unit.  Fabricate of same material and finish as front of unit.

Retain both subparagraphs below if required.  First subparagraph requires that bottom of unit be installed at least 20 inches (508 mm) above floor.

14. Mailbag Hooks:  Provide two aluminum or stainless-steel hooks at exterior front edge of bottom of surface-mounted units, spaced 15 to 17-1/2 inches (381 to 445 mm) apart, for supporting mailbags.

15. Mailbag Rack:  Provide internal rack system for supporting mailbags within unit.

B. USPS-Approved, Rear-Loading Collection Boxes <Insert drawing designation>:  Consisting of single compartment with fire-resistant cushion bottom, enclosed within recessed wall box, with [mail slot] [hopper door] to receive mail.  Provide access to compartment for collecting mail from rear of unit.  Comply with USPS Publication 16.

See Editing Instruction No. 1 in the Evaluations for cautions about naming manufacturers.  Retain one of first two subparagraphs and list of manufacturers below.  See Division 1 Section "Product Requirements."

1. Manufacturers:  Subject to compliance with requirements, [provide products by one of the following] [available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following]:

2. Basis-of-Design Product:  Subject to compliance with requirements, provide [product indicated on Drawings] <Insert manufacturer's name; product name or designation> or comparable product by one of the following:

a. Auth-Florence Manufacturing; a Florence company.

b. Bommer Industries, Inc.

c. Jayco Industries.

d. <Insert manufacturer's name>.

3. Mail Collection:  [USPS] [Private].

Retain one of first two subparagraphs below.

4. Height:  Sized to match height of [four] [five] [six] [seven] horizontal mail receptacles.

5. Height:  [As indicated on Drawings] <Insert dimension>.

Retain second option in first subparagraph below to include units offered by Bommer.

6. Compartment Frame and Front Panel:  Fabricated from [1/4-inch- (6-mm-)] [minimum 1/8-inch- (3-mm-)] thick aluminum.

Text cited in first subparagraph below is for USPS; revise to suit Project.

a. Identification:  Engrave face of front panel with 1-inch- (25-mm-) high letters as follows:  "U.S. MAIL LETTER BOX" on two lines at top or bottom of unit.

Retain one of first two subparagraphs below.

7. Mail Slot:  Fabricated from 1/4-inch- (6-mm-) thick metal plate, with 11-inch-wide by 1-1/4-inch- (279-mm-wide by 32-mm-) high opening, protected by inside hood and hinge flap, and with inside baffle to prevent removal of mail from box.

8. Hopper Door:  Fabricated from 1/4-inch- (6-mm-) thick metal plate, with opening that allows a bundle measuring 6-1/2 inches wide by 11-1/2 inches long by 4 inches high (165 mm wide by 292 mm long by 102 mm high) to be deposited, and with inside baffle to prevent removal of mail from box.  Equip door with door pull and concealed, full-length bottom hinge.

Text cited in first subparagraph below is for USPS; revise to suit Project.

a. Identification:  Engrave face of hopper door with 1-inch- (25-mm-) high letters as follows:  "LETTERS AND LETTER MAIL TIED IN BUNDLES."

b. Door Style:  [Set door within face frame] [Extend door full width and height of unit, with no exposed frame].

Retain one of first two subparagraphs below.  Door opening size in second subparagraph is USPS requirement.

9. Rear-Loading Enclosure:  Lift-off rear cover fabricated from same material and finish as front of unit.

10. Rear-Loading Door:  Side hinged, with opening not less than 12 by 20 inches (305 by 508 mm) and not more than 18 by 30 inches (457 by 762 mm), fabricated from same material and finish as front of unit; with full-length, stainless-steel piano hinge on one side and positive-latching mechanism on the other.  Fabricate rear-loading door to remain open while mail is collected.

Retain one of first two subparagraphs below.  First subparagraph is for units served by USPS.  Coordinate lock in second subparagraph with Division 8 Section "Door Hardware."

a. Rear-Door Lock:  Door prepared to receive lock provided by local postmaster.

b. Rear-Door Lock:  Cylinder lock keyed to building keying system; with [two] [three] <Insert number> keys.  Provide cylinders specified in Division 8 Section "Door Hardware."

11. Exposed Materials:  Fabricated from extruded or sheet aluminum.

12. Concealed Components and Mounting Frames:  Aluminum or steel sheet with manufacturer's standard finish.

13. Schedule-Card Holder:  Provide recessed or surface-mounted holder for pick-up schedule card in center of bottom front portion of unit.  Fabricate of same material and finish as front of unit.

Retain both subparagraphs below if required.  First subparagraph requires that bottom of unit be installed at least 20 inches (508 mm) above floor.

14. Mailbag Hooks:  Provide two aluminum or stainless-steel hooks at exterior front edge of bottom of surface-mounted units, spaced 15 to 17-1/2 inches (381 to 445 mm) apart, for supporting mailbags.

15. Mailbag Rack:  Provide internal rack system for supporting mailbags within unit.

C. Finish surfaces exposed to view as follows:

Retain required materials and finishes in three subparagraphs below.  These are advertised materials and finishes but available materials and finishes vary among manufacturers.  Verify availability of finishes with manufacturers.

1. Aluminum Finish:  Finish surfaces exposed to view as follows:

First option in first subparagraph below is standard; verify availability of other aluminum finishes with manufacturers.

a. Anodic Finish:  [Clear] [Black] [Gold] [Dark bronze] [Light bronze] [Medium bronze] [As indicated by manufacturer's designations] [As selected by Architect from manufacturer's full range] <Insert color>.

b. Baked-Enamel or Powder-Coated Finish:  [Black] [Gold] [Dark bronze] [Medium bronze] [Silver] [Color as indicated by manufacturer's designations] [Color as selected by Architect from manufacturer's full range] <Insert color>.

Only U.S. Chutes offers brass and stainless steel in subparagraphs below.

2. Brass Finish:  [Buffed finish, lacquered] [Hand-rubbed finish, lacquered] [Brushed satin, lacquered] <Insert finish>.

3. Stainless-Steel Finish:  No. 4.

2.10 PRIVATE COLLECTION BOXES

If approved by local postmaster, collection boxes in this article may be used for USPS collection.

Copy paragraphs below and re-edit for each product.

Insert number to complete drawing designation for each product required.  Use these designations on Drawings to identify each product.

A. Private, Horizontal, Front-Loading Collection Boxes <Insert drawing designation>:  Consisting of single compartment of same depth as horizontal mail receptacles, enclosed within wall box, with slot in top of front to receive mail.  Provide access to compartment for collecting mail from front of unit.

See Editing Instruction No. 1 in the Evaluations for cautions about naming manufacturers.  Retain one of first two subparagraphs and list of manufacturers below.  See Division 1 Section "Product Requirements."

1. Manufacturers:  Subject to compliance with requirements, [provide products by one of the following] [available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following]:

2. Basis-of-Design Product:  Subject to compliance with requirements, provide [product indicated on Drawings] <Insert manufacturer's name; product name or designation> or comparable product by one of the following:

a. Auth-Florence Manufacturing; a Florence company.

b. Bommer Industries, Inc.

c. <Insert manufacturer's name>.

3. Height:  Sized to match height of [four] [five] [six] [seven] horizontal mail receptacles.

4. Mounting:  [Recessed] [Semirecessed] [Surface mounted].

5. Compartment Door and Frame:  Fabricated from extruded aluminum or aluminum sheet that is [full height of unit including] [in portion of unit below] mail slot, and equipped with lock and concealed, continuous side hinge.

Retain one of first two subparagraphs below.  First subparagraph is for units served by USPS.  Coordinate lock in second subparagraph with Division 8 Section "Door Hardware."

a. Door Lock:  Door prepared to receive lock provided by local postmaster.

b. Door Lock:  Cylinder lock keyed to building keying system; with [two] [three] <Insert number> keys.  Provide cylinders specified in Division 8 Section "Door Hardware."

c. Identification:  Engrave face of compartment door with 1-inch- (25-mm-) high letters as follows:  "[LETTERS] [OUTGOING MAIL] [OFFICE] <Insert text>."

Retain required finishes in subparagraph below.  These are advertised materials and finishes but available materials and finishes vary among manufacturers.

6. Aluminum Finish:  Finish surfaces exposed to view as follows:

Option in first subparagraph below is standard; verify availability of other aluminum finishes with manufacturers.

a. Anodic Finish:  [Clear] <Insert color>.

b. Baked-Enamel or Powder-Coated Finish:  [Black] [Dark bronze] [Gold] [Medium bronze] [Color as indicated by manufacturer's designations] [Color as selected by Architect from manufacturer's full range] <Insert color>.

B. Private, Horizontal, Rear-Loading Collection Boxes <Insert drawing designation>:  Consisting of single compartment of same depth as horizontal mail receptacles, enclosed within recessed wall box, with slot in top of front to receive mail.  Provide access to compartment for collecting mail from rear of unit.

See Editing Instruction No. 1 in the Evaluations for cautions about naming manufacturers.  Retain one of first two subparagraphs and list of manufacturers below.  See Division 1 Section "Product Requirements."

1. Manufacturers:  Subject to compliance with requirements, [provide products by one of the following] [available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following]:

2. Basis-of-Design Product:  Subject to compliance with requirements, provide [product indicated on Drawings] <Insert manufacturer's name; product name or designation> or comparable product by one of the following:

a. Auth-Florence Manufacturing; a Florence company.

b. Bommer Industries, Inc.

c. <Insert manufacturer's name>.

3. Height:  Sized to match height of [four] [five] [six] [seven] horizontal mail receptacles.

Retain one of first two subparagraphs below.

4. Rear-Loading Cover:  [Not required] [Lift-off rear cover fabricated from extruded aluminum or aluminum sheet, finished to match front of unit].

Generally retain first option in first subparagraph below.

5. Rear-Loading Door:  Side hinged, fabricated from extruded aluminum or aluminum sheet, finished to match front of unit; with continuous hinge on one side and [positive-latching] [locking] mechanism on the other.

Retain one of first two subparagraphs below.  First subparagraph is for units served by USPS if lock is required.  Coordinate lock in second subparagraph with Division 8 Section "Door Hardware."

a. Rear-Door Lock:  Door prepared to receive lock provided by local postmaster.

b. Rear-Door Lock:  Cylinder lock keyed to building keying system; with [two] [three] <Insert number> keys.  Provide cylinders specified in Division 8 Section "Door Hardware."

6. Exposed Materials:  Fabricated from extruded or sheet aluminum.

7. Concealed Components and Mounting Frames:  Aluminum or steel sheet with manufacturer's standard finish.

8. Identification:  Engrave front of unit below mail slot with 1-inch- (25-mm-) high letters as follows:  "[LETTERS] [OUTGOING MAIL] [OFFICE] <Insert text>."

Retain required finishes in subparagraph below.  These are advertised materials and finishes but available materials and finishes vary among manufacturers.

9. Aluminum Finish:  Finish surfaces exposed to view as follows:

Option in first subparagraph below is standard; verify availability of other aluminum finishes with manufacturers.

a. Anodic Finish:  [Clear] <Insert color>.

b. Baked-Enamel or Powder-Coated Finish:  [Black] [Dark bronze] [Gold] [Medium bronze] [Color as indicated by manufacturer's designations] [Color as selected by Architect from manufacturer's full range] <Insert color>.

C. Vertical Collection Boxes <Insert drawing designation>:  Consisting of single compartment enclosed within wall box, with slot in top of front to receive mail.  Provide access to compartment for collecting incoming mail from front of unit.

See Editing Instruction No. 1 in the Evaluations for cautions about naming manufacturers.  Retain one of first two subparagraphs and list of manufacturers below.  See Division 1 Section "Product Requirements."

1. Manufacturers:  Subject to compliance with requirements, [provide products by one of the following] [available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following]:

2. Basis-of-Design Product:  Subject to compliance with requirements, provide [product indicated on Drawings] <Insert manufacturer's name; product name or designation> or comparable product by one of the following:

a. Auth-Florence Manufacturing; a Florence company.

b. Bommer Industries, Inc.

c. Jensen Industries.

d. Salsbury Industries.

e. Security Manufacturing Corporation.

f. <Insert manufacturer's name>.

3. Mounting:  [Recessed] [Semirecessed] [Surface mounted].

4. Size:  [Same height as adjacent vertical mail receptacles] [8-3/4 inches wide by 19 inches high by 6-1/2 inches deep (222 mm wide by 483 mm high by 165 mm deep)] [15 inches wide by 19 inches high by 6-1/2 inches deep (381 mm wide by 483 mm high by 165 mm deep)] <Insert dimensions>.

5. Compartment Door and Frame:  Fabricated from aluminum, with opening for mail.  Equip door with lock and concealed, full-length, flush hinge on one side.  Set door within face frame.

Retain one of first two subparagraphs below.  First subparagraph is for units served by USPS.  Coordinate lock in second subparagraph with Division 8 Section "Door Hardware."

a. Door Lock:  Door prepared to receive lock provided by local postmaster.

b. Door Lock:  Cylinder lock keyed to building keying system; with [two] [three] <Insert number> keys.  Provide cylinders specified in Division 8 Section "Door Hardware."

c. Identification:  Engrave face of compartment door with 1-inch- (25-mm-) high letters as follows:  "[LETTERS] [OUTGOING MAIL] [OFFICE] <Insert text>."

6. Exposed Materials:  Fabricated from extruded or sheet aluminum.

7. Concealed Components and Mounting Frames:  Aluminum or steel sheet with manufacturer's standard finish.

Retain required finishes in subparagraph below.  These are advertised materials and finishes but available materials and finishes vary among manufacturers.

8. Aluminum Finish:  Finish surfaces exposed to view as follows:

Option in first subparagraph below is standard; verify availability of other aluminum finishes with manufacturers.

a. Anodic Finish:  [Clear] <Insert color>.

b. Baked-Enamel or Powder-Coated Finish:  [Aluminum] [Black] [Brass] [Dark bronze] [Gold] [Green] [Ivory] [Medium bronze] [Silver] [Color as indicated by manufacturer's designations] [Color as selected by Architect from manufacturer's full range] <Insert color>.

D. Private, Pedestal-Mounted Collection Boxes <Insert drawing designation>:  Consisting of single compartment enclosed within freestanding, pedestal-mounted enclosure, with slot in top of front of unit to receive mail.  Provide access to compartment for collecting mail from [front] [or] [rear] of unit through door equipped with concealed, continuous side hinge and lock.

See Editing Instruction No. 1 in the Evaluations for cautions about naming manufacturers.  Retain one of first two subparagraphs and list of manufacturers below.  See Division 1 Section "Product Requirements."

1. Manufacturers:  Subject to compliance with requirements, [provide products by one of the following] [available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following]:

2. Basis-of-Design Product:  Subject to compliance with requirements, provide [product indicated on Drawings] <Insert manufacturer's name; product name or designation> or comparable product by one of the following:

a. Auth-Florence Manufacturing; a Florence company.

b. Salsbury Industries.

c. <Insert manufacturer's name>.

3. Compartment Enclosure:  Fabricated from extruded aluminum or aluminum sheet with integral weather-protection hood.

4. Pedestal:  [Same material and finish as parcel locker and attached with theft-resistant fasteners] [As indicated on Drawings].

Retain required finishes in subparagraph below.  These are advertised materials and finishes but available materials and finishes vary among manufacturers.

5. Aluminum Finish:  Finish surfaces exposed to view as follows:

Option in first subparagraph below is standard; verify availability of other aluminum finishes with manufacturers.

a. Anodic Finish:  [Clear] <Insert color>.

b. Baked-Enamel or Powder-Coated Finish:  [Blue] [Gray] [White] [Color as indicated by manufacturer's designations] [Color as selected by Architect from manufacturer's full range] <Insert color>.

Units in paragraph below resemble standard USPS curbside collection boxes.  USPS provides its own curbside collection boxes.

E. Private, Curbside Collection Boxes <Insert drawing designation>:  Consisting of single compartment enclosed within curved-top, freestanding enclosure with four legs[ and casters].  Fabricate enclosure from welded and riveted steel.  Provide hopper door with door pull in top of unit to receive packages, with opening size not less than 4-1/2 inches high by 15-1/2 inches wide (114 mm high by 394 mm wide).  Provide access to compartment for collecting packages from bottom of front of unit through door equipped with concealed, continuous bottom hinge and lock.

See Editing Instruction No. 1 in the Evaluations for cautions about naming manufacturers.  Retain one of first two subparagraphs and list of manufacturers below.  See Division 1 Section "Product Requirements."

1. Manufacturers:  Subject to compliance with requirements, [provide products by one of the following] [available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following]:

2. Basis-of-Design Product:  Subject to compliance with requirements, provide [product indicated on Drawings] <Insert manufacturer's name; product name or designation> or comparable product by one of the following:

a. Charnstrom, W. A. Company.

b. Salsbury Industries.

c. Security Manufacturing Corporation.

d. <Insert manufacturer's name>.

3. Door Lock:  [Five-pin tumbler cylinder] [Hasp for padlock].

Item in first subparagraph below is available from Salsbury.  Verify availability with other manufacturers.

4. Snorkel:  Provide rear-mounted, drive-by attachment with opening not less than 12 inches wide by 3 inches high (305 mm wide by 76 mm high).

5. Steel Finish:  Baked-enamel or powder-coated finish; [gray] [white] [color as indicated by manufacturer's designations] [color as selected by Architect from manufacturer's full range] <Insert color>.

2.11 DATA DISTRIBUTION BOXES

Data distribution boxes in this article are not approved by USPS but can be used for internal distribution of mail within a large facility.  See Evaluations.

Copy paragraph below and re-edit for each product.

Insert number to complete drawing designation for each product required.  Use these designations on Drawings to identify each product.

A. Data Distribution Boxes <Insert drawing designation>:  Consisting of multiple compartments enclosed within enclosure.

See Editing Instruction No. 1 in the Evaluations for cautions about naming manufacturers.  Retain one of first two subparagraphs and list of manufacturers below.  See Division 1 Section "Product Requirements."

1. Manufacturers:  Subject to compliance with requirements, [provide products by one of the following] [available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following]:

2. Basis-of-Design Product:  Subject to compliance with requirements, provide [product indicated on Drawings] <Insert manufacturer's name; product name or designation> or comparable product by one of the following:

a. Salsbury Industries.

b. Security Manufacturing Corporation.

c. <Insert manufacturer's name>.

In first subparagraph below, the first two options include products from Security Manufacturing; the third option includes products from Salsbury.

3. Enclosure Configuration:  [Freestanding] [Recessed in wall] [Recessed in wall and installed between rack ladders].

4. Compartment Access:  Provide access to compartments as follows:

Retain one or both of first two subparagraphs below as required; revise to suit Project.

a. For Distributing Incoming Mail from Front of Unit:  Mail slot in each compartment door.

b. For Distributing Incoming Mail from Rear of Unit:  Open backs[ with aluminum cover finished to match front of unit].

c. For Removing Mail:  Unlocking and swinging compartment door.

5. Compartments:  [Number and size as follows:] [As indicated on Drawings, of the following sizes:] [As indicated on Drawings.]

Retain one option in last subparagraph above and insert requirements in first two subparagraphs below to suit Project.  If retaining first option above, insert the number of compartments in first subparagraph below to suit Project.  Size below is an example only.

a. Size 1:  Provide <Insert number> compartments with inside dimensions not less than 5 inches high by 12-1/2 inches wide by 15 inches deep (127 mm high by 318 mm wide by 381 mm deep).

b. <Insert compartment description>.

6. Compartment Doors:  Equip each with lock and concealed, continuous hinge.

Retain one of first two subparagraphs below or revise to suit Project.

a. Door Locks:  Five-pin tumbler, cylinder [cam] [spring-latch-type] locks capable of at least 1000 key changes; with [two] [three] <Insert number> keys for each compartment door.  Key each compartment differently.

b. Door Locks:  Three-digit, single-dial, combination locks with spring latch and automatic throw off.  Set each compartment with different combination.

7. Concealed Components and Mounting Frames:  Aluminum or steel sheet with manufacturer's standard finish.

8. Exposed Materials:  Fabricated from steel sheet or aluminum with powder-coat finish.

Retain first subparagraph below only for products from Salsbury.

9. Rack Ladders:  Aluminum or steel with manufacturer's standard finish.

First option in subparagraph below is standard; verify availability of other finishes with manufacturers.

10. Powder-Coated Finish:  [Silver] [Silver with black trim] [Silver with slate trim] [Sandalwood with sand trim] [Color as indicated by manufacturer's designations] [Color as selected by Architect from manufacturer's full range] <Insert color>.

2.12 MAIL CHUTES

If USPS collection service for mail chutes is required, obtain approval from local postmaster.  USPS is reviewing and will revise USPS Publication 16 cited in first paragraph below.  Verify mail-chute acceptability and installation requirements with authorities having jurisdiction.  See Evaluations.

A. General:  Factory assembled and fabricated with tight joints, overlaps in direction of mail flow, and free of ledges.  Provide transition sections so all sections of chutes are connected and overlap at least 2 inches (51 mm).  Fabricate mail chutes so joint sections comply with same dimensions with no reduction in chute size.  Provide removable panels for access to concealed portions of chutes that exceed 5 feet (1.5 m) in length.[  Comply with USPS Publication 16.]

See Editing Instruction No. 1 in the Evaluations for cautions about naming manufacturers.  Retain one of first two subparagraphs and list of manufacturers below.  See Division 1 Section "Product Requirements."

1. Manufacturers:  Subject to compliance with requirements, [provide products by one of the following] [available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following]:

2. Basis-of-Design Product:  Subject to compliance with requirements, provide [product indicated on Drawings] <Insert manufacturer's name; product name or designation> or comparable product by one of the following:

a. U.S. Chutes; Division of USC Group.

b. <Insert manufacturer's name>.

3. Mail Collection:  [USPS] [Private].

Retain first option in first subparagraph below for chutes served by USPS.  Other options have not been approved by USPS and may be used only for mail facilities not served by USPS.

4. Inside Dimensions:  [8 inches wide by 2 inches deep (203 mm wide by 51 mm deep)] [14 inches wide by 3 inches deep (356 mm wide by 76 mm deep)] [14 inches wide by 7 inches deep (356 mm wide by 178 mm deep)] <Insert dimensions>.

5. Mounting:  [Recessed] [Semirecessed] [Surface mounted] [As detailed].

Retain one of two options in first paragraph below if required.

B. Exposed Front Panels:  Continuous, one-piece frames and covers fabricated from 0.125-inch- (3.2-mm-) thick, [stainless-steel-clad] [brass-clad] extruded aluminum, and retaining removable transparent material as follows, for not less than 3/4 of length of front of chute on each floor:

1. Transparent Material:  [Manufacturer's standard glazing] <Insert requirement>, complying with USPS Publication 16.

C. Concealed Front Panels:  Consisting of continuous, one-piece frames retaining 0.0269-inch- (0.7-mm-) thick, metallic-coated steel sheet panels.  Extend concealed front panels from top of ceiling fasciae to bottom of floor collar above.

D. Sides and Backs:  Continuous, one-piece, 0.125-inch- (3.2-mm-) thick aluminum sheet extending from floor to ceiling on each floor and extending 54 inches (1372 mm) above finish flooring at top story.

E. Floor and Ceiling Fasciae and Lock Band:  Manufacturer's standard, matching material and finish of front frames and covers.  Provide lock band with locking device and keyed lock that prevents key removal if locking device is not secured.

F. Mail Slots:  Same material and finish as chute; not less than 4-3/4 inches wide by 1/2 inch high (121 mm wide by 13 mm high) with device designed to guide mail into inside opening of same size located 2-1/2 inches (64 mm) below mail slot.  Provide mail slots on each floor.

Retain option in subparagraph below for chutes served by USPS.

1. Inscribe the words "[U.S. MAIL] <Insert text>" on face of mail slots.

G. Finish surfaces exposed to view as follows:

Retain required materials and finishes in three subparagraphs below.  These are advertised materials and finishes but available materials and finishes vary among manufacturers.  Verify availability of finishes with manufacturers.

1. Aluminum Finish:  Finish surfaces exposed to view as follows:

First option in first subparagraph below is standard; verify availability of other aluminum finishes with manufacturers.

a. Anodic Finish:  [Clear] [Black] [Dark bronze] [Medium bronze] [As indicated by manufacturer's designations] [As selected by Architect from manufacturer's full range] <Insert color>.

b. Baked-Enamel or Powder-Coated Finish:  [Color as indicated by manufacturer's designations] [Color as selected by Architect from manufacturer's full range] <Insert color>.

2. Brass Finish:  [Buffed finish, lacquered] [Hand-rubbed finish, lacquered] [Brushed satin, lacquered] <Insert finish>.

3. Stainless-Steel Finish:  No. 4.

2.13 ACCESSORIES

Copy paragraphs below and re-edit for each product.

Insert number to complete drawing designation for each product required.  Use these designations on Drawings to identify each product.

Retain first paragraph below if a directory is required and it is not specified in Division 10 Section "Directories." USPS regulations require a directory for apartment buildings with 15 or more boxes served by USPS.

A. Directory for Mail Receptacles <Insert drawing designation>:  Surface-mounted, front-opening unit, with clear glass or plastic window.

Retain one of first four subparagraphs below.  Not all mail-receptacle manufacturers offer directories; descriptions below are based on products by Auth-Florence.  Verify availability of directories and features with mail-receptacle manufacturers; revise description of units if required.

1. Framed, Top-Mount Unit for Horizontal Mail Receptacles:  Fabricate directory as framed, horizontal unit with modular sections having a [24-name capacity (3 modules)] [32-name capacity (4 modules)] [40-name capacity (5 modules)]; of same material[, size,] and finish as adjacent mail receptacles; mounted above mail receptacles[ as indicated on Drawings].

2. Framed, Side-Mount Unit for Horizontal Mail Receptacles:  Fabricate directory as framed, horizontal unit with [50-name capacity, 28 inches (711 mm)] [60-name capacity, 33-3/8 inches (848 mm)] [70-name capacity, 38-3/4 inches (984 mm)] high; of same material and finish as adjacent mail receptacles; mounted along side of mail receptacles[ as indicated on Drawings].

3. Framed, Side-Mount Unit for Vertical Mail Receptacles:  Fabricate directory as framed, vertical unit with modular sections having a [40-name capacity (1 module)] [80-name capacity (2 modules)] [120-name capacity (3 modules)] [160-name capacity (4 modules)] [200-name capacity (5 modules)]; of same size, material, and finish as adjacent vertical mail compartment doors unless otherwise indicated.

Retain first subparagraph below for directory mounted within frame of vertical mail receptacles.

4. Insert Units for Vertical Mail Receptacles:  Fabricate directory as modular inserts having a [40-name capacity (1 module)] [80-name capacity (2 modules)] [120-name capacity (3 modules)] [160-name capacity (4 modules)] [200-name capacity (5 modules)]; of same size, material, and finish as adjacent vertical mail compartment doors unless otherwise indicated.

Revise type of name strips in subparagraph below if required.

5. Provide name strips made of 1/4-inch- (6-mm-) high label tape.

Insert additional subparagraphs for optional directory features, including speaker panels and push buttons, as separate units or combined with directories as required.

Size in first paragraph below varies among manufacturers; some offer more than one size.  Revise to suit Project.

B. Key Keeper <Insert drawing designation>:  Consisting of single compartment with door; interior compartment size not less than [4-3/4 inches wide by 2-1/4 inches high by 1-1/2 inches deep (121 mm wide by 57 mm high by 38 mm deep)] <Insert dimension>.[  USPS approved.]

See Editing Instruction No. 1 in the Evaluations for cautions about naming manufacturers.  Retain one of first two subparagraphs and list of manufacturers below.  See Division 1 Section "Product Requirements."

1. Manufacturers:  Subject to compliance with requirements, [provide products by one of the following] [available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following]:

2. Basis-of-Design Product:  Subject to compliance with requirements, provide [product indicated on Drawings] <Insert manufacturer's name; product name or designation> or comparable product by one of the following:

a. Auth-Florence Manufacturing; a Florence company.

b. Bommer Industries, Inc.

c. Jensen Industries.

d. Knox Company.

e. Salsbury Industries.

f. Security Manufacturing Corporation.

g. <Insert manufacturer's name>.

Only Knox and Salsbury manufacture surface-mounted key keepers.

3. Mounting:  [Recessed] [Surface mounted].

4. Style:  Compartment door [set within face frame] [extending full width and height of unit, with no exposed frame].

5. Type of Operation:  [Loose key in box] [Retractor reel with minimum 20-inch- (508-mm-) long chain] [Push button, 24-V switch in box].

6. Mail Delivery:  [USPS] [Private].

Retain one of first three subparagraphs below.  First subparagraph is for units served by USPS; second and third are for private mail distribution; two keys are standard with most manufacturers.

7. Door Lock:  Door prepared to receive lock furnished by local postmaster.

8. Door Lock:  Five-pin tumbler, cylinder cam lock capable of at least 1000 key changes; with [two] [three] <Insert number> keys.

9. Door Lock:  Cylinder lock keyed to building keying system; with [two] [three] <Insert number> keys.  Provide cylinders specified in Division 8 Section "Door Hardware."

Retain required materials and finishes in four subparagraphs below.  These are advertised materials and finishes but available materials and finishes vary among manufacturers.  Verify availability of finishes with manufacturers.

10. Exposed Material and Finish:  Exposed surfaces fabricated from same material and finish as adjacent mail receptacles.

11. Exposed Material and Finish:  Steel, [aluminum] [brass] powder-coated finish.

12. Exposed Material and Finish:  Stainless steel, brushed finish.

13. Exposed Material and Finish:  Aluminum, as follows:

First option in first subparagraph below is standard; verify availability of other aluminum finishes with manufacturers.

a. Anodic Finish:  [Clear] [Brass] [Dark bronze] [As indicated by manufacturer's designations] [As selected by Architect from manufacturer's full range] <Insert color>.

b. Baked-Enamel or Powder-Coated Finish:  [Black] [Dark bronze] [Medium bronze] [Gold] [Color as indicated by manufacturer's designations] [Color as selected by Architect from manufacturer's full range] <Insert color>.

Retain first paragraph below if key cabinet is required and it is not specified in a Division 8 door hardware Section.

C. Key Cabinet <Insert drawing designation>:  Wall-mounted,[ metallic-coated] steel cabinet with pivoting, key-holding panels and side-hinged door equipped with five-pin tumbler, cylinder door lock and concealed, full-length flush hinge.  Finish cabinet, panels, and door with baked-enamel or powder-coated finish.  Provide key control system consisting of key-holding hooks, labels, two sets of key tags with self-locking key holders, key-gathering envelopes, and temporary and permanent markers.

1. Capacity:  Keys for [150 percent of the number of] <Insert number> mail-receptacle locks.

2. Cross-Index System:  Consisting of index cards for recording key information.  Include three receipt forms for each key-holding hook.

3. Baked-Enamel or Powder-Coated Finish:  [Color as indicated by manufacturer's designations] [Color as selected by Architect from manufacturer's full range] <Insert color>.

D. Mail-Sorting Collection Unit <Insert drawing designation>:  Consisting of 1/4-inch- (6-mm-) thick, metal face plate and through-the-wall hopper door(s) allowing receipt and separation of mail.

See Editing Instruction No. 1 in the Evaluations for cautions about naming manufacturers.  Retain one of first two subparagraphs and list of manufacturers below.  See Division 1 Section "Product Requirements."

1. Manufacturers:  Subject to compliance with requirements, [provide products by one of the following] [available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following]:

2. Basis-of-Design Product:  Subject to compliance with requirements, provide [product indicated on Drawings] <Insert manufacturer's name; product name or designation> or comparable product by one of the following:

a. Bommer Industries, Inc.

b. Security Manufacturing Corporation.

c. U.S. Chutes; Division of USC Group.

d. <Insert manufacturer's name>.

3. Hopper Doors:  [One] [Two] [Three] door(s), with door pull for each and with opening size not less than <Insert dimensions>.

a. Engrave doors with 1-inch- (25-mm-) high letters as follows:  "[STAMPED MAIL] [METERED MAIL] <Insert text>."

b. Identification:  Engrave unit at top with 2-inch- (51-mm-) high letters as follows:  "[U.S. MAIL] [UNITED STATES MAIL] <Insert text>."

Retain required materials and finishes in four subparagraphs below.  These are advertised materials and finishes but available materials and finishes vary among manufacturers.  Verify availability of finishes with manufacturers.

4. Exposed Material and Finish:  Exposed surfaces fabricated from same material and finish as adjacent mail receptacles.

5. Aluminum Finish:  Finish surfaces exposed to view as follows:

First option in first subparagraph below is standard; verify availability of other aluminum finishes with manufacturers.

a. Anodic Finish:  [Clear] [Black] [Dark bronze] [Light bronze] [Medium bronze] [As indicated by manufacturer's designations] [As selected by Architect from manufacturer's full range] <Insert color>.

b. Baked-Enamel or Powder-Coated Finish:  [Black] [Dark bronze] [Gold] [Medium bronze] [Color as indicated by manufacturer's designations] [Color as selected by Architect from manufacturer's full range] <Insert color>.

6. Brass Finish:  [Buffed finish, lacquered] [Hand-rubbed finish, lacquered] [Brushed satin, lacquered] <Insert finish>.

7. Stainless-Steel Finish:  No. 4.

E. Letter Drops (Through Wall) <Insert drawing designation>:  Consisting of 11-inch-wide by 3-1/2-inch- (279-mm-wide by 89-mm-) high, top-hinged, spring-loaded flap that pivots inward, held in place by 1-inch- (25-mm-) wide face frame.  Fabricated from 1/4-inch- (6-mm-) thick aluminum or steel, with exposed surfaces finished to match adjacent mail receptacles.

Retain first two subparagraphs below if required.

1. Sleeve:  Provide[ metallic-coated] steel wall sleeve for full depth of wall.

2. Finished Frame:  Provide finished face frame on back side of wall opening.

3. Identification:  Engrave face of swinging flap with 1-inch- (25-mm-) high letters as follows:  "[U.S. MAIL] [LETTERS] [OUTGOING MAIL] <Insert text>."

4. Exposed Material and Finish:  [Exposed surfaces fabricated from same material and finish as adjacent mail receptacles] <Insert material and finish>.

F. Package Depository (Through Wall) <Insert drawing designation>:  Consisting of 1/4-inch- (6-mm-) thick, aluminum or steel face plate and through-the-wall hopper door[ with hinged baffle] allowing receipt of packages; fabricated from 1/4-inch- (6-mm-) thick aluminum or steel.

1. Hopper Door:  Equipped with door pull and concealed, full-length bottom hinge; with opening size [not less than 15 inches wide by 6-1/2 inches high (381 mm wide by 165 mm high)] [as indicated on Drawings] <Insert dimensions>.

Retain first two subparagraphs below if required.

2. Sleeve:  Provide[ metallic-coated] steel wall sleeve for full depth of wall.

3. Slowdown:  Provide steel slowdown ramp on back side of wall opening.

4. Identification:  Engrave face of hopper door with 1-inch- (25-mm-) high letters as follows:  "[BOOK DEPOSITORY] <Insert text>."

Retain required materials and finishes in three subparagraphs below.

5. Finish:  Exposed surfaces finished same as mail receptacles.

6. Aluminum Finish:  Finish surfaces exposed to view as follows:

First option in first subparagraph below is standard; verify availability of other aluminum finishes with manufacturers.

a. Anodic Finish:  [Clear] [As indicated by manufacturer's designations] [As selected by Architect from manufacturer's full range] <Insert color>.

b. Baked-Enamel or Powder-Coated Finish:  [Dark bronze] [Gold] [Color as indicated by manufacturer's designations] [Color as selected by Architect from manufacturer's full range] <Insert color>.

7. Steel Finish:  Finish surfaces exposed to view with baked-enamel or powder-coated finish; [color as indicated by manufacturer's designations] [color as selected by Architect from manufacturer's full range] <Insert color>.

2.14 FABRICATION

A. Form postal specialties to required shapes and sizes, with true lines and angles, square, rigid, and without warp, and with metal faces flat and free of dents or distortion.  Make exposed metal edges and corners free of sharp edges and burrs and safe to touch.  Fabricate doors of postal specialties to preclude binding, warping, or misalignment.

B. Preassemble postal specialties in shop to greatest extent possible to minimize field assembly.

C. Mill joints to a tight, hairline fit.  Cope or miter corner joints.  Form joints exposed to weather to exclude water penetration.

D. Drill or punch holes required for fasteners and remove burrs.  Use security fasteners where fasteners are exposed.  If used, seal external rivets before finishing.

E. Weld in concealed locations to greatest extent possible without distorting or discoloring exposed surfaces.  Remove weld spatter and welding oxides from exposed surfaces.

F. Fabricate tubular and channel frame assemblies with manufacturer's standard welded or mechanical joints.  Provide subframes and reinforcement as required for a complete system to support loads.

Retain first paragraph below only for rack-ladder horizontal mail receptacles and rack-ladder data distribution boxes.

G. Fabricate rack ladders to support indicated number of units to form a column of units.

H. Where dissimilar metals will contact each other, protect against galvanic action by painting contact surfaces with bituminous coating or by applying other permanent separation as recommended by manufacturers of dissimilar metals.

2.15 GENERAL FINISH REQUIREMENTS

A. Comply with NAAMM's "Metal Finishes Manual for Architectural and Metal Products" for recommendations for applying and designating finishes.

B. Protect mechanical finishes on exposed surfaces from damage by applying a strippable, temporary protective covering before shipping.

C. Appearance of Finished Work:  Noticeable variations in same piece are not acceptable.  Variations in appearance of adjoining components are acceptable if they are within the range of approved Samples and are assembled or installed to minimize contrast.

2.16 COPPER-ALLOY FINISHES

A. Buffed Finish, Lacquered:  M21-O6x (Mechanical Finish:  buffed, smooth specular; Coating:  clear organic coating as specified below).

B. Hand-Rubbed Finish, Lacquered:  M31-M34-O6x (Mechanical Finish:  directionally textured, fine satin; Mechanical Finish:  directionally textured, hand rubbed; Coating:  clear organic coating as specified below).

C. Brushed Satin Finish, Lacquered:  M32-O6x (Mechanical Finish:  directionally textured, medium satin; Coating:  clear organic coating as specified below).

Retain paragraph below with any of three paragraphs above.  Below is the industry standard air-drying acrylic coating and is recommended on the Copper Development Association's Web site.  Suppliers report that it will provide at least five years' protection under normal exterior exposure at 1-mil (0.025-mm) thickness and that the waterborne system produces a "harder finish" that the solvent-borne system.

D. Clear Organic Coating:  Clear, waterborne, air-drying, acrylic lacquer specially developed for coating copper-alloy products, applied by air spray in two coats per manufacturer's written instructions, with interim drying, to a total thickness of 1 mil (0.025 mm).  It consists of a solution of methyl methacrylate copolymer with benzotriazole to prevent breakdown of the film in UV light, and is called "Incralac."

PART 3 -  EXECUTION

3.1 EXAMINATION

A. Examine substrates, areas, and conditions[, with Installer present,] for compliance with requirements for roughing-in openings, clearances, and other conditions affecting performance of the Work.

Retain option in first paragraph below for electrical connections to postal specialties.

B. Examine walls and other adjacent construction for suitable conditions where units will be installed.[  Examine locations of electrical connections.]

C. For the record, prepare written report, endorsed by Installer, listing conditions detrimental to performance of the Work.

D. Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 INSTALLATION

A. General:  Install postal specialties level and plumb, according to manufacturer's written instructions and roughing-in drawings.

1. Where dissimilar metals will be in permanent contact with each other, protect against galvanic action by painting contact surfaces with bituminous coating or by applying other permanent separation as recommended by manufacturer for this purpose.

2. Where aluminum will contact grout, concrete, masonry, or wood, protect against corrosion by painting contact surfaces with bituminous coating.

Retain subparagraph below for postal specialties served by USPS.

3. Final acceptance of postal specialties served by USPS depends on compliance with USPS requirements.

Requirements in first paragraph below are per USPS regulations; revise to suit Project.

B. Horizontal Mail Receptacles:  Install horizontal mail receptacles with center of tenant-door lock cylinders and bottom of compartments at the maximum and minimum heights above finished floor established by USPS and manufacturer's written instructions.

Retain both subparagraphs below if required.  Coordinate with products retained in Part 2.

1. Install removable-core and keyed-in door lock cylinders as required for each type of cylinder lock.

2. Install and align two rack ladders for the first column of mail receptacles and one rack ladder for each additional adjacent column of mail receptacles.

First dimension in first paragraph below is maximum unobstructed forward and side reach of person in wheelchair per ADA-ABA Accessibility Guidelines; second dimension is per USPS regulations; revise to suit Project.

C. Vertical Mail Receptacles:  Install vertical mail receptacles with center of master lock cylinder not more than 48 inches (1219 mm) and not less than 30 inches (762 mm) above finished floor.

Retain first paragraph below for CBUs, NDCBUs, and some models of parcel lockers and collection boxes.  USPS requires stainless-steel anchor bolts.

D. Pedestal-Mounted Postal Specialties:  Anchor units with 1/2-inch- (13-mm-) diameter, [galvanized] [stainless]-steel anchor bolts with hooked ends.

Dimension in first paragraph below is maximum unobstructed forward and side reach of person in a wheelchair per ADA-ABA Accessibility Guidelines; revise to suit Project.

E. Collection Boxes:  Install collection boxes with [centerline of mail slots] [handle of hopper doors] not more than 48 inches (1219 mm) above finished floor.

Dimension in first paragraph below is based on USPS Publication 16.

F. Receiving Boxes:  Install receiving boxes with bottom of unloading door not less than 30 inches (762 mm) above finished floor.

Dimension in subparagraph below allows mail carrier to place mailbag under bottom of door for unloading.

1. Install receiving boxes with exterior of box bottom not more than 20 inches (508 mm) above finished floor.

Retain one of first two paragraphs below if required.  Coordinate with products selected in Part 2.

G. Freestanding Data Distribution Boxes:  Locate freestanding data distribution boxes at locations indicated[ or, if not indicated, as directed by Architect].

H. Rack-Ladder Data Distribution Boxes:  Install and align two rack ladders for the first column of data distribution boxes and one rack ladder for each additional adjacent column of data distribution boxes.

I. Mail Chutes:  Mount chutes with bottom ends extending 1 inch (25 mm) into receiving boxes.  Attach chutes with straps, collars, and sleeves.  Do not penetrate chute with fasteners.

1. Comply with USPS Publication 16 for installation.

Dimension in subparagraph below is maximum unobstructed forward and side reach of person in wheelchair per ADA-ABA Accessibility Guidelines; revise to suit Project.

2. Install chutes with centerline of mail slots not more than 48 inches (1219 mm) above finished floor.

J. Key Keeper:  Install [horizontally] [vertically] [as indicated on Drawings].

3.3 FIELD QUALITY CONTROL

Retain this article for postal specialties served by USPS.

A. Arrange for USPS personnel to examine and test postal specialties served by USPS after they have been installed according to USPS regulations.

B. Obtain written final approval of postal specialties to be served by USPS.  Obtain this approval from USPS postmaster that authorizes mail collection for the served installation.

3.4 ADJUSTING, CLEANING, AND PROTECTION

A. Remove temporary protective coverings and strippable films, if any, as postal specialties are installed unless otherwise indicated in manufacturer's written installation instructions.

B. Adjust doors, hardware, and moving parts to function smoothly, and lubricate as recommended by manufacturer.  Verify that integral locking devices operate properly.

C. Touch up marred finishes or replace postal specialties that cannot be restored to factory-finished appearance.  Use only materials and procedures recommended or furnished by postal specialty manufacturer.

D. Replace postal specialties that have been damaged or have deteriorated beyond successful repair by finish touchup or similar minor repair procedures.

E. On completion of postal specialty installation, clean interior and exterior surfaces as recommended by manufacturer.

3.5 DEMONSTRATION

A. [Engage a factory-authorized service representative to train] [Train] Owner's maintenance personnel to adjust, operate, and maintain postal specialties.

END OF SECTION 10550
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