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SECTION <Insert Section number> - <INSERT SECTION TITLE>
1.1 SUMMARY

A. <Insert list of essential items included in this Section>.

B. System Description:  <Insert brief description>.

1.2 PERFORMANCE REQUIREMENTS

A. Structural Performance:  <Insert value> uniform load and <Insert value> concentrated load.

B. Basic Wind Speed:  <Insert value>.
C. Minimum Working-Pressure Ratings:  <Insert number> psig (<Insert number> kPa) for <Insert name of item>.

D. Engineering design of <Insert name of item> by Contractor.

1.3 QUALITY ASSURANCE

A. Quality Standard:  <Insert reference standard applicable to items in Section>.

B. Rating Standard for <Insert product>:  <Insert reference standard applicable to equipment included in Section>.

C. Products:  [UL] [FM Global] listed.

D. Mockups for each form of construction[ and finish].

1.4 WARRANTY

Retain this article for special warranties.  Verify length of warranty period with manufacturers.

A. Materials and Workmanship:  <Insert number> years.

1.5 MAINTENANCE SERVICE

A. Full-Maintenance Service:  12 months.

1.6 MATERIALS

A. <Insert required materials>.

1.7 [PRODUCTS] [COMPONENTS] [MANUFACTURED UNITS]
A. <Insert Component Name>:  <Insert salient characteristics of component that distinguish it from other similar components and that impact its cost or performance>.

B. Accessories:  <Insert each accessory as optional text>.

C. Operators:  <Insert each type of operator as optional text>.

D. Controls and Safeties:  <Insert each control or safety as optional text>.

E. Motor:  [Standard-design] [Energy-efficient design], single speed.

F. Fan:  Statically and dynamically balanced, galvanized steel, [forward curved] [backward inclined], centrifugal.

G. Finishes:

1. Steel:  [Shop priming for field painting] [Factory priming for field painting] [Baked enamel] [Galvanizing].

2. Galvanized Steel:  [Shop priming for field painting] [Factory priming for field painting] [Baked enamel].

3. Stainless Steel:  [Bright, unpolished] [Bright, directional polish] [Satin, directional polish] [Satin, reflective, directional polish] [Mirrorlike reflective, nondirectional polish].

4. Aluminum:  [Mill finish] [Baked enamel] [Class II, clear anodic] [Class I, clear anodic] [Class II, color anodic] [Class I, color anodic] [High-performance organic coating].

5. Copper Alloy:  [Buffed] [Hand rubbed] [Hand rubbed, lacquered] [Natural satin, lacquered] [Statuary conversion coating] [Patina conversion coating].

6. Wood:

a. Grade:  [Premium] [Custom] [Economy].

b. Transparent:  [Penetrating oil] [Standard lacquer] [Catalyzed lacquer] [Acrylic lacquer] [Conversion varnish] [Catalyzed vinyl lacquer] [Catalyzed polyurethane] [Polyester] [Polyurethane].

c. Opaque:  [Standard lacquer] [Catalyzed lacquer] [Acrylic lacquer] [Conversion varnish] [Catalyzed vinyl lacquer] [Catalyzed polyurethane] [Polyester pigmented] [Polyester polyurethane pigmented] [Epoxy] [Synthetic enamel].

1.8 FABRICATION

A. Connections:  [Welded] [Nonwelded].

B. <Insert requirements that affect cost or appearance>.

1.9 SOURCE QUALITY CONTROL

A. Testing:  By [Owner-engaged agency] [Contractor-engaged agency] [Contractor].

1.10 INSTALLATION

A. Installation Method:  [Direct glue-down] [Double glue-down] [Carpet with attached cushion] [Stretch in] [Stair].

B. Wiring Method:  [In raceways] [In raceways except in accessible indoor ceiling spaces and attics] [Concealed cable].

C. <Insert requirements that affect cost or appearance or that require coordination>.

1.11 FIELD QUALITY CONTROL

A. Testing:  By [Owner-engaged agency] [Contractor-engaged agency] [Contractor].

B. Test Procedure:  <Insert reference standard>.

1.12 <INSERT product name> SCHEDULE

Retain this article if more than one type of product is required and a schedule is not included on Drawings.

A. <Insert requirements for each type of product>.
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